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Facilities using spherically expanding flame in closed vessels are generally used to report laminar burn- 

ing velocities from extrapolated stretched flame speed. Considering the 1D planar reference case, flame 

displacement speed and consumption speed are rigorously identical. This is not true considering spheri- 

cally expanding flames. While the flame displacement speeds are defined from a kinematic point of view, 

the consumption speed is linked to the integral of the reaction rate across the flame front. The latter is 

defined from a kinetic reference frame. Even though spherically expanding flames have been studied 

for decades, it is still challenging to experimentally determine the consumption speed. Recent develop- 

ments define analytical expressions for the consumption speed and suggest experimental determination. 

One of the major issues consists in measuring the temporal evolution of the fresh gas density while the 

flame expands. In this work, an optical PIV-based method is developed to directly determine the fresh 

gas density ahead of the flame front and then the spatially averaged consumption speed. For the first 

time, experimental measurements of flame displacement speeds relative to fresh gases and burned gases, 

and spatially averaged flame consumption speeds are then reported for methane/air flames at different 

equivalent ratios. Experimental measurements are systematically compared with DNS which simulates 

the experimental geometry. A very good agreement is observed between experimental and numerical 

data irrespective to the equivalence ratio, underlying the robustness of the experimental methodologies. 

Finally, the sensitivity of the different flame speeds to flow confinement and extrapolation models is dis- 

cussed. 

© 2021 The Combustion Institute. Published by Elsevier Inc. All rights reserved. 
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. Introduction 

The development of new kinetic schemes requires efficient val- 

dation on ignition delays time, major and/or minor species pro- 

les and unstretched laminar burning velocity S 0 
L 

data. For 1D un- 

tretched planar premixed flame, S 0 
L 

represents the rate at which 

he fresh gases are consumed through the flame front. By integrat- 

ng the transport equation of the fuel mass fraction through the 

ame domain, one can derive the expression of the laminar burn- 

ng velocity for 1D planar flames [1] , 

 

0 
L = 

1 

ρu 

(
Y F,b − Y F,u 

) ∫ + ∞ 

−∞ 

˙ ω F dx (1) 

here ρu is the fresh gas density, ˙ ω F is the fuel reaction rate and 

 F,b and Y F,u are the fuel mass fractions in burned and fresh gases, 
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espectively. The upper script 0 refers to the 1D and unstretched 

onditions. From Eq. (1) , the laminar burning velocity S 0 
L 

is equiva- 

ent to a consumption speed and corresponds to the fuel mass rate 

hich enters the flame front. This expression of the laminar burn- 

ng velocity is valid for any major species k . For the 1D planar con-

guration, the laminar burning velocity can also be defined as a 

inematic quantity which is called the density weighted flame dis- 

lacement speed [2] , 

˜ 

 

0 
d 

= 

ρ

ρu 

(
S f − u 

)
· n = S 0 L (2) 

The density-weighted displacement speed is defined to a spec- 

fied temperature isosurface. The temperature gradient defines the 

nit normal n to the flame surface, with n pointing towards the 

resh reactants. S f = S f · n is the absolute flame speed or propaga- 

ion speed, and u = u · n is the local flow velocity normal to the 

emperature isosurface. ρ is the local flow density obtained at the 

ame isosurface where u is defined. 
. 

https://doi.org/10.1016/j.combustflame.2021.111720
http://www.ScienceDirect.com
http://www.elsevier.com/locate/combustflame
http://crossmark.crossref.org/dialog/?doi=10.1016/j.combustflame.2021.111720&domain=pdf
mailto:renou@coria.fr
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Laminar burning velocity is one of the few fuel parameters 

hich can be experimentally measured at relevant conditions for 

ngines or combustion chamber applications [3] . Among the dif- 

erent techniques, experimental facility using spherically expanding 

ame is generally chosen as it offers flexibility in terms of initial 

onditions. 

Several methods have been developed to measure flame speeds 

rom expanding flames in confined vessels. They should be consid- 

red as complementary. 

The constant volume method is quite old and makes it possi- 

le to obtain flame speed values for high pressure and tempera- 

ure conditions from the time analysis of the pressure signal in 

he combustion chamber and from a thermodynamic model for the 

ass fraction of burnt gases. Recently, experimental and numerical 

orks have provided original solutions to overcome these models 

nd demonstrated the potential of this method [4–6] . 

The constant pressure method is widely used for a broad range 

f operating conditions (including low pressure) and fuel composi- 

ions. For this approach, spherical expanding flames are stretched 

ue to the interaction between flame propagation and flow, and S 0 
L 

s reported using extrapolation procedures to zero stretch. Discus- 

ions about linear and non-linear models can be found in [7] for 

nstance, and effects of finite flame thickness in extrapolation mod- 

ls in [8,9] . 

In the following, all the developments concern the constant 

ressure method. In constant pressure method, unstretched lami- 

ar burning velocity is commonly reported from density-weighted 

isplacement speed relative to the burned gases, 

˜ 

 d,b = 

ρb 

ρu 

(
S f − u b 

)
· n (3) 

This equation is systematically simplified into, 

˜ 

 d,b � 

ρeq 

b 

ρu 

dR 

dt 
(4) 

here ρeq 

b 
is the burned gas density at adiabatic thermodynamic 

nd chemical equilibrium conditions. d R/d t is the absolute flame 

peed, S f , deduced from the time derivative of the flame radius, R . 

 is experimentally obtained from high-speed schlieren, shadowg- 

aphy or tomographic recordings. Note that the burned gases are 

ssumed to be at rest ( u b = 0 ). So, in these conditions, Eq. (4) be-

omes the easiest way to experimentally determine the laminar 

urning velocity. However, the hypothesis required to reach this 

ormulation are sometimes not fully verified, involving many bi- 

ses on the S 0 
L 

determination. Indeed, for small combustion cham- 

er [10] , for low pressure [11] and when radiation is non-negligible 

12] , these approximations fail and other experimental approaches 

re necessary. 

Recent developments in PIV post-processing [13–15] allow to 

irectly measure the local fresh gas velocity, u u , ahead of the flame 

ront. This region is characterized by high local velocity gradient, 

hich makes the measurements very difficult to perform. New al- 

orithms were developed and the density weighted displacement 

peed relative to the fresh gases, ˜ S d,u , can be now experimentally 

etermined, 

˜ 

 d,u = 

(
dR 

dt 
− u u 

)
(5) 

The fresh gas velocity u u is approximated experimentally by the 

aximum of fresh gas velocity which occurs at the entrance of the 

reheat zone. ˜ S d,u allows a direct measurement of laminar flame 

peed, without assumptions on the state of the burned gases, and 

n the velocity field. This approach must be considered to report 

aminar flame speed when conditions required to use Eq. (4) fail. 

onsequently, the two kinematic approaches ( Eqs. (3) and (5) ) are 
2 
omplementary and must be used together to address the diffi- 

ult task to measure laminar burning velocity with the constant- 

ressure method. 

The two previous flame speed definitions are related to kine- 

atic information. It is however possible to introduce the con- 

umption speed based on the integral of the reaction rate. Similar 

o 1D condition ( Eq. (1) ), a local consumption speed can be intro- 

uced and calculated in spherical expanding flames [16] . This defi- 

ition is appropriate for unidirectional flows, e.g., planar or spher- 

cal flames, where the normal to the flame is properly defined, but 

t can not be measured experimentally. To overcome this difficulty, 

he spatially averaged consumption speed was introduced a long 

ime ago by normalizing the global consumption rate, obtained by 

ntegrating the fuel reaction rate throughout the entire combustion 

olume by the flame surface area. Fiock and Marvin [17] , Bradley 

nd Mitcheson [18] or more recently Bonhomme et al. [19] devel- 

ped theoretical approaches for the spatially averaged consump- 

ion speed of the deficient species. Lefebvre et al. [20] recently de- 

eloped a generalized expression for any major species k . However, 

he authors concluded that only the equation of deficient species 

an be experimentally used since it does not require the determi- 

ation of ambiguous burned gas parameters such as ρb or the mass 

raction of species k in the burned gases. These parameters are not 

ecessarily spatially homogeneous and are almost difficult to mea- 

ure. The expression of the spatially averaged consumption speed 

or the deficient species k is [20] , 

 

S c 〉 = 〈 S c,k 〉 = S f −
(R 

3 
0 − R 

3 
f,k 

) 

3 R 

2 
f,k 

1 

ρu 

dρu 

dt 

= − 1 

ρu Y k,u R 

2 
f,k 

∫ R 0 

0 

˙ ω k r 
2 dr (6) 

here R f,k is an equivalent flame radius based on the integral of a 

rogress variable based on the partial density of species k and the 

adius. R f,k is given by 

 f,k = 

3 

√ ∫ R 0 

0 

(
1 − ρY k 

ρu Y k,u 

)
3 r 2 dr (7) 

In this equation, R 0 is the combustion chamber radius. Con- 

equently, the spatially averaged consumption speed 〈 S c 〉 corre- 

ponds to the global consumption rate normalized by the surface 

efined by the radius R f,k based on the total mass of species k 

ontained into the sphere of radius R f,k . For lean and stoichio- 

etric mixtures, k = Fuel, and for rich conditions, k = O 2 . It was

ecently shown that the isotherm corresponding to the flame ra- 

ius R f,k is very closed to that of experimental radius obtained 

y laser tomography [20] . This spatially averaged consumption 

peed is therefore not exactly equal to the local consumption speed 

 Eq. (1) ) [16] , but it represents a convenient way to experimentally

eport the global fuel consumption rate, from scalar measurements. 

 promising method to measure the spatially averaged consump- 

ion speed in a closed vessel was presented in the numerical work 

f Bonhomme et al. [19] . The authors proposed to combine both 

he temporal evolution of the flame radius R f (t) and the internal 

hamber pressure P (t) assuming an isentropic compression for the 

resh gases, as 

1 

ρu 

dρu 

dt 
= 

1 

γu P 

dP 

dt 
(8) 

The spatially averaged consumption speed yields 

 

S c 〉 = 

dR f 

dt 
−

(R 

3 
0 − R 

3 
f 
) 

3 R 

2 
f 

1 

γu P 

dP 

dt 
(9) 

Prima facie , Eq. (9) seems to be a good candidate for the eval-

ation of the consumption speed as it only requires the temporal 
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volution of the flame radius and the pressure signal P (t) . How- 

ver, from an experimental point of view, the values of the con- 

umption speed could lack accuracy since this formula is based on 

he difference of two large numbers. This was originally mentioned 

y Andrews and Bradley [21] . Therefore, the experimental accuracy 

f the pressure measurement must be excellent to avoid any noise 

uring the time derivative computation of the pressure signal. It 

mplies that the pressure sensor has to be accurate enough during 

he early stages of flame development (pre-pressure period), where 

he pressure rise is very small (in the range of hundreds Pascal) 

nd at the same time, the pressure sensor must also be capable of 

ithstanding high pressure loads due to the combustion process 

n a constant volume chamber. From these observations, the con- 

umption speed can therefore be estimated from Eq. (6) where the 

resh gas density needs to be evaluated, or from Eq. (9) where the 

ressure trace needs to be accurately recorded. 

The aim of this study is therefore three-fold: 

• First, a new experimental approach to estimate the instanta- 

neous density field ahead of the flame front is developed and 

used to report the spatially averaged consumption speed for 

spherical expanding flames. It is based from the mass conser- 

vation written for a material control volume, and requires the 

measurement of the local fresh gas velocity. This methodology 

is validated by comparing DNS simulations of laminar spheri- 

cally expanding flame and experimental data for methane/air 

mixtures (lean, rich and stoichiometric). 

• The experimental methodology initially developed by Varea 

et al. [14] to report fresh gas velocity profile ahead of the flame 

front is reconsidered and improved, to provide more accurate 

data. An extensive work of optimization of post-processing rou- 

tines, camera properties and laser frequencies are conducted on 

classical methane/air mixtures at atmospheric conditions. A di- 

rect comparison with DNS data is also performed to assess the 

quality of the post-processing steps. 

• Finally, the suitability of the spatially averaged consumption 

speed formulation ( 〈 S c 〉 ) and kinematic approaches ( ̃  S d,u and ˜ S d,b ) for lean, rich and stoichiometric methane/air flames is dis- 

cussed from both experimental and numerical data. 

. Experimental and numerical apparatus 

In this section, the experimental setup for flame speed mea- 

urements is briefly described. Details on the numerical simula- 

ions performed with the DNS code (A-SURF) are also presented. 

.1. Experimental setup 

The apparatus and post-processing methods are described in 

etail in [14,22] and are briefly reminded. Experiments are con- 

ucted in a spherical stainless steel combustion chamber with an 

quivalent chamber radius R 0 = 8.243 cm . The mixture is seeded 

ith micronical silicon oil droplets with a theoretical boiling tem- 

erature of T = 580 K. High-speed laser tomography technique is 

sed to capture the temporal evolution of the flame front and par- 

icle images by using a circle least-square fitting method. A dou- 

le cavity Nd:YLF laser (Darwin Dual, Quantronix), delivering 6 

J pulses at 527 nm and at 5 kHz, is used to illuminate seed- 

ng particles. A high-speed camera (Photron Fastcam SA1.1) records 

2-bit images of 1024 x 1024 pixels 2 at the same frequency of 

 kHz. The camera is perpendicular to the laser sheet. The mag- 

ification ratio is set to 0.04746 mm/px . In addition to the mea- 

urements from optical diagnostics, the pressure trace is recorded 

uring the flame propagation using a dynamic pressure transducer 

istler 7001 , directly placed into the vessel in order to avoid distur- 

ance or attenuation. This sensor, which has a natural frequency of 
3 
0 kHz, has been selected since it fits as best as possible the exist- 

ng setup while keeping the best dynamics. Moreover, the sensor 

s resistant enough to high pressure loads. For each experimental 

ondition, experiments are performed 10 times and all values of 

tretched flame speeds are based on these series of 10 measure- 

ents. Methane/air mixtures are investigated for very lean ( φ= 

.7), stoichiometric and rich ( φ = 1.2) conditions, with a pressure 

f 1 atm and a temperature of 293 K. 

.2. Numerical simulation with A-SURF code 

Spherical flame propagation is simulated using the DNS code A- 

URF. The simulation domain reproduces the experimental appara- 

us described above in terms of chamber geometry and thermody- 

amical properties. A-SURF solves the one-dimensional, unsteady, 

ompressible, conservation equations for a multi-component reac- 

ive flow in spherical coordinates using the finite volume method. 

he details on governing equations, numerical schemes, and code 

alidation can be found in [23] . Simulations are performed for 

H 4 /air flames with the GRI-mech 3.0 kinetic scheme [24] . It is 

oted there are several recent kinetic models for methane oxida- 

ion. According to Wang et al. [25] , there is good agreement among 

aminar flame speeds predicted by different mechanisms for am- 

ient conditions and large discrepancy appears only for engine- 

elevant conditions with pressure above 20 atm. Since here we 

onsider the ambient conditions for which GRI-mech 3.0 was opti- 

ized, GRI-mech 3.0 is used in our simulations. Initial conditions 

re atmospheric thermodynamic conditions, i.e. a temperature of 

93 K and a pressure of 1 atm . In all the simulations, the mix- 

ure is initially static. In order to maintain adequate resolution of 

he propagating flame, dynamically adaptive mesh is utilized in A- 

URF with a finest grid size of 8 μm . It is noted that radiation

eat loss is not considered here. Since the equivalence ratios are 

ot close to the flammability limits of methane/air mixtures and 

he corresponding laminar flame speeds are above 15 cm/s, radia- 

ion heat loss has negligible effect on propagating spherical flames 

hose radii are below 2 cm [26] . This DNS database will be used 

or a direct and blind comparison with the different laminar flame 

peeds reported from the experiments, and the validation of the 

ost-processing routines as well. 

Unstretched laminar burning velocities are computed by Can- 

era [27] from the one-dimensional freely-propagating configura- 

ion, by using the same kinetic scheme [24] and the same op- 

rating conditions ( T = 293 K, P = 1 atm ). In these simulations,

he mixture-averaged diffusion model is considered. The compu- 

ational domain is from 0 to 5.0 cm. The minimum values of the 

radient and curvature for the last iteration are set to 0.02. 

. Measurements of fresh gas velocity profiles ahead of the 

ame front 

.1. Principles 

An in-house PIV post-processing technique is used to compute 

he fresh gas velocity field ahead of the flame front, to report 〈 S c 〉
nd 

˜ S d,u . For two successive tomographic images where the flame 

adius R T can be extracted, the algorithm defines a region of in- 

erest (ROI) around the spherical flame. The ROI is an angular sec- 

or of the fresh gases with an angle θ which is adjusted to 320 ◦

hich fits the flame contour of a radius R T . The width of the ROI

s restricted to 110 pixels (5.22 mm ), where the velocity profiles 

re measured ( Fig. 1 ). This ROI is then dewarped into a Cartesian

oordinate system using a bilinear interpolation scheme. An inter- 

ogation window (IW) with a width varying from 1 to 5 pixels 

s located within this ROI. A matching method based on a two- 

imensional normalized cross-correlation is used between IWs of 
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Fig. 1. Sketch of flame kernel propagation in the confined combustion chamber of radius R 0 . (a) A quarter of the flame with a flame thickness δL is represented. The red 

curve is associated to the flame contour obtained by laser tomography and corresponds to the oil droplet evaporation isotherm. (b) A 1D view of a dewarped tomographic 

image with the corresponding tomographic flame radius R T . The control volume used for the determination of fresh gas density is represented with yellow dotted lines. (c) 

Similar dewarped tomographic images at two successive times used for the determination of the fresh gas velocity profiles ahead of the flame front. The ROI is represented 

by a yellow dotted line rectangle and the IW is the gray zone with an adjustable width of 1–5 pixels. (For interpretation of the references to color in this figure legend, the 

reader is referred to the web version of this article.) 
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he two successive ROIs. First, the best correlation between both 

Ws is obtained by shifting only the first IW in increments of one 

ixel in the direction normal to the flame front. The location of the 

aximum of correlation ( �r 
opti 
1 

) obtained from a sub-pixel fit (7 

oints Gaussian) gives the fresh gas velocity u ahead of the flame 

ront at the location of the first IW, so that 

 (t ∗, �r 2 ) = 

R T (t ∗ + �t) − R T (t ∗) 
�t 

+ 

�r 2 − �r opti 
1 

( t ∗) 
�t 

(10) 

here R (t ∗) and R (t ∗ + �t) are the flame radii at time t ∗ and

 

∗ + �t , �t is the time between two successive images and �r 
opti 
1 

s the optimum displacement of the first IW obtained for the dis- 

lacement of the second IW, �r 2 . Fixing the second IW and search- 

ng the best correlation on the first one avoids problems of evap- 

rated droplets. To characterize the velocity profile ahead of the 

ame, the second stage of post-processing consists in moving the 

econd IW by step of one pixel ( �r 2 ) in the direction normal to the

ame front. For each position of this window, the first step of the 

emplate matching procedure is restarted. Original details of the 

rocedure can be found in [14] . There is a compromise to find on

he thick of the interrogation window (IW) in the ROI. The thicker 

he IW, the better the correlation since much more droplets will be 

ncluded in the correlation. But the spatial filtering of the velocity 

rofiles will be more important and the maximum of the velocity 

rofile would not be captured. We did several tests, and the con- 

lusions give that the compromise is at 2 pixels. It is worth noting 

hat the first term in the right hand side of Eq. (10) is equal to the

ame propagation speed S f · n approximated by finite difference. 

.2. Improvement and validation of the experimental methodology 

The availability of the DNS database is a good opportunity to 

evisit and optimize the post-processing routines which were orig- 

nally developed in [14] . First, we address the question of the to- 

ographic image post-processing, since the image quality impacts 

trongly the contour detection and correlation processes. An auto- 

atic contrast adjustment procedure of tomographic images is per- 

ormed by using a linear stretching of intensity range. At the same 

ime, laser sheet in-homogeneity is corrected by using temporally 

veraged seeded tomographic recordings (without flames). Conse- 

uently, black and white are saturated to make flame front detec- 

ion easier and particles more identifiable. In a second step, the 
4 
nterval time between two-successive images must be considered 

ince it may impact the accuracy of the distance �r between the 

alue of the optimum displacement of the first IW �r 
opti 
1 

(t ∗) with 

he value of the displacement of the second IW �r 2 (Second term 

f the RHS in Eq. (10) ). The classical problem of correlation peak 

tting procedure is clearly evidenced in Fig. 2 , where different cor- 

elograms have been obtained for different values of �t . The laser 

requency is kept constant at f = 50 0 0 Hz, and the images are pro-

essed with a �t = n/ f , n varying from 1 to 4. For each, a basic

-points Gaussian fit is used to report the values of �r 
opti 
1 

(t ∗) . The

ower the interval time �t , the smaller the values �r 
opti 
1 

(t ∗) , and

he greater the impact of the accuracy of the sub-pixel position 

f the maximum correlation peak on �r 
opti 
1 

(t ∗) . However, a high 

nterval time may act as a low-pass spatial filtering when comput- 

ng the fresh gas velocity which may fail to capture the maximum 

ow velocity. From our operating conditions, the best compromise 

eems to get a minimum value of �r around 3 pixels which en- 

ure a acceptable uncertainty and a spatial resolution of the veloc- 

ty profile. Consequently, image frequency (nominal frequency or 

 fraction of the nominal frequency) is selected according to the 

ame propagation speed values for a specific operating conditions. 

From the last improvements which have been discussed previ- 

usly, some numerical and experimental profiles of the fresh gas 

elocity are reported in Fig. 3 for two different equivalence ratios 

nd two different flame radii. These selected plots are represen- 

ative of the experimental measurements. At the same time, nu- 

erical temperature profiles are plotted. Due to inherent time shift 

rom the numerical initialization of the flame kernel, computations 

nd experimental data are time-scaled for a similar radius. The 

hift in time is as low as 200 μs which is more or less one experi-

ental time step. The experimental velocity profiles obtained from 

he methodology presented above are plotted with black open cir- 

les. The fresh gas velocity at the entrance of the flame front, u u ,

s obtained from the maximum (filled red diamond) of a 6 th order 

olynomial fit from the first point to 1.3 mm (continuous red line). 

he experimental velocity data, u (r) , in the decreasing zone (green 

one) is fitted with the theoretical model suggested by Poinsot 

t al. [1] , following a (R 3 
0 

− r 3 ) /r 2 shape. Simultaneously, the ex- 

erimental and numerical radii at the maximum fresh gas velocity 

re reported for a quantitative comparison between experiments 

nd simulations. This figure highlights the capability of the experi- 
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Fig. 2. Correlation peaks (open circles) and corresponding 7-points Gaussian fit (continuous lines) for different interval times between two successive images. Value of �r 2 
is set to 7 pixels, corresponding to a location in the fresh gas velocity profiles close to the maximum values. Results for φ = 1 , and t ∗ = 7.0 ms . 

Fig. 3. Fresh gas velocity and temperature profiles from experimental and numerical data, for two different operating conditions. (Top) Methane/air flame ( φ = 0 . 7 and R T 
= 15.2 mm ) and (Bottom) Methane/air flame ( φ = 1 . 0 and R T = 19.8 mm ). 
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ental methodology to report the gas velocity profiles both for the 

resh gas side and in the preheat zone up to the evaporation of oil 

roplets accurately. The spatial resolution of the measurements is 

igh enough to capture the maximum of the gas velocity which oc- 

urs at the entrance of the preheat zone. The interval times in two 

uccessive images have been adapted such as the particle displace- 

ent at the maximum velocity profiles remains close to 3 pixels, 

s suggested above. One can notice also the perfect agreement of 

he experimental profiles with the numerical data. 

Regarding Fig. 3 , it is clear that the maximum of fresh gas 

elocity doesn’t peak exactly at T u but at a slightly higher tem- 

erature. Numerical data analysis shows that this temperature is 

round 310 K and remains almost constant as the flame propa- 

ates. This is very similar to the results presented in [28] . Con- 

equently, the experimental displacement speed corresponds to 

˜ 

 

Exp 

d,u 
= 

(
dR 

dt 
− u g,max 

)
(11) 

here u g,max is the velocity at which the fresh gas velocity is maxi- 

um. We assume implicitly equality between the definition of ˜ S d,u 

rom Eq. (5) and 

˜ 

S 
Exp 

d,u 
from Eq. (11) . This observation underlines 

lso the difficulty to select the fresh gases isosurface when con- 

idering the displacement speed relative to the fresh gases as it 

as originally discussed by Gianakopoulos et al. [2] and Jayachan- 

ran et al. [28] . The choice of the fresh gas temperature as a refer-

nce location for the determination of S ( d, u ) is poorly conditioned 

nd should be used with care. However, even with this limitation, 

his approach must be considered as a complementary to the clas- 

ical methodology that might introduce issues due to unknown 

uel chemistry and burned gas composition, differential diffusion 

r radiation effects, and low pressure as mentioned in the work of 

area et al. [29] , Jayachandran et al. [30] and Faghih et al. [11] . It

s worth noting that this method is also limited by the flame thick- 

ess. The thinner the flame front, the more difficult it becomes to 

apture and spatially resolve the maximum velocity. Consequently, 

his approach is not suited for high pressure conditions but it is 

ather well adapted for low pressure conditions (large flame thick- 

ess), when the assumptions used to apply Eq. (4) fail. 

. A new tool to determine the fresh gas density in freely 

ropagating spherical expanding flames 

.1. Theoretical developments 

From its definition, the fresh gas density corresponds to the ra- 

io between the mass of fresh gases and the volume it occupies. 

he temporal evolution of the fresh gas density can be estimated 

y determining the flux entering and/or leaving through the edges 

f a fixed volume. This flux is directly linked to the fresh gas veloc-

ty, a quantity which can be measured from PIV experiments. How- 

ver, operating with a fixed volume is problematic since the flame 

ropagates and might reach the edges of the fixed volume, there- 

ore leading to unsuccessful PIV post-processing. Consequently, an- 

ther type of analysis must be considered. In the present study, 

e propose to integrate the continuity equation in space consider- 

ng an arbitrary volume V a (t) to allow an estimation of the fresh 

as density temporal evolution, ρu (t) , while the flame expands. 

et’s consider a material control volume V m 

(t) . The latter is de- 

ned such as it moves with the fluid so that the velocity at one 

oint of its bordering surface is equal to the local fluid velocity U . 

he mass conservation equation without sources or sink terms is 

d 

dt 

∫ 
V (t) 

ρdV = 0 (12) 

m 

6 
According to the transport theorem, an arbitrary control volume 

 a (t) which coincides with V m 

(t) at time t but doesn’t necessarily 

ove at the fluid velocity can be introduced and Eq. (12) is 

d 

dt 

∫ 
V m (t) 

ρ dV = 

d 

dt 

∫ 
V a (t) 

ρ dV + 

∮ 
A a (t) 

ρ
(
u − ˙ X 

)
. n dA (13) 

here ˙ X is the local velocity of the area A a (t) bordering the 

olume V a (t) and u is the fluid velocity at the location X . Us- 

ng an arbitrary volume is more convenient in experiments since 

he boundaries of the surface can be well selected. The sketch in 

ig. 1 shows a spherical volume (only a quarter is represented) 

hich uniquely contains fresh gases from a radius R = X to the 

essel wall at R = R 0 . Note that X is adjusted so that the distance

to the flame front is kept constant at each time step. Integrating 

q. (13) between time t n and t n +1 yields (∫ 
ρ dV 

)n +1 −
(∫ 

ρ dV 

)n 

t n +1 − t n 
−

∮ 
A a (t n +1 / 2 ) 

ρ
(
u − ˙ X 

)
dA = 0 (14) 

Note that only the radial component is considered as the geom- 

try is spherical. Assuming that the density at time step n + 1 / 2 is

he average density between time t = n and t = n + 1 , one can es-

imate the temporal fresh gas density evolution at each time step 

s 

n +1 
u = ρn 

u 

[ 
R 3 0 −(X n ) 3 

3�t 
+ 

1 
2 

(
X 

n + 1 2 

)2 (
u 

n + 1 2 − ˙ X 

n + 1 2 

)] 
[ 

R 3 
0 
−(X n +1 ) 3 

3�t 
− 1 

2 

(
X 

n + 1 2 

)2 (
u 

n + 1 2 − ˙ X 

n + 1 2 

)] (15) 

ith X n + 
1 
2 = 

X n +1 + X n 
2 and 

˙ X n + 
1 
2 = 

X n +1 −X n 

�t 
. This equation requires 

he initial fresh gas density ρ0 
u , the position X of the area A a (t) 

t each time step and the fresh gas velocity u through the area 

 a (t) between two consecutive time steps. This later is available 

nambiguously thanks to the developments presented above. The 

xperimental method for determining these parameters as well as 

ts validation are presented in the next section. 

.2. Validation from DNS data 

Direct numerical simulations of CH 4 /air flames at atmospheric 

ressure and temperature are used to access the time evolution 

f the fresh gas density. It is worth noting that the exact same 

ethodologies, i.e. post processing techniques, are used for both 

xperimental and numerical data. This induces consistency for 

omparisons. From the numerical simulations, the temporal fresh 

as density evolution is evaluated using Eq. (15) . This equation 

ritten in a discrete sense is computed with the position X which 

orresponds to the edge of a control volume and the velocity u 

f the fresh gases at this specific position X . Moreover, from the 

imulations, the fresh gas density is also directly available. There- 

ore, one can evaluate the suitability of the Eq. (15) to report the 

resh gas density, directly from the DNS. The results are shown in 

ig. 4 (Top). Note that the variables X and u have been computed 

rom DNS data at an acquisition rate equal to the experimental 

ne, i.e. 5 kHz. A perfect agreement between the fresh gas density 

rom the simulations and the one calculated using Eq. (15) from 

he simulations are reported. This result confirms the reliability of 

q. (15) to accurately determine the fresh gas density ahead of the 

ame front. Moreover, an acquisition rate of 5 kHz seems to be 

ufficient enough to describe well the temporal evolution of the 

resh gas density. In Eq. (15) , the parameter X is defined accord- 

ng to the flame front position so that X = R T + d, where d is a

onstant. The distance d should be set to avoid the influence of 

he preheat zone, so that the velocity profile displays a decreas- 

ng behavior, following a 1 /R 2 shape. This condition is satisfied 

hen d ≥ 1 − 2 mm. Effects of larger values d on the calculation 

f the compression term 1 /ρu · d ρu /d t are reported in Fig. 4 from 
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Fig. 4. (Top) Relative difference of the numerical fresh gas density ρu calculated by Eq. (15) using DNS data and directly extracted from DNS database ( φ = 1). (Bottom) 

Influence of the position d on the evaluation of the compression term 1 /ρu · d ρu /d t of fresh gases. The relative difference of the value of this compression term computed 

with distance from tomographic radius d = 3.5 mm and d = 1.2 mm is reported as a function of the flame radius. 
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he simulations. Relative differences of the rate of change of the 

resh gas density calculated at d = 1.2 mm and d = 3.5 mm are

arginal, and demonstrate very negligible effects of the distance 

on the compression term. For the experimental determination of 

u , the distance d will be set to 70 pixels (3.3 mm ). This value of

 = 70 pixels is extracted from the velocity profile fit in Fig. 3 and

orresponds to the green fill diamond. 

.3. Application to experimental data and validation 

Experimental data are processed to estimate the temporal evo- 

ution of the fresh gas density from Eq. (15) . The main difficulty re-

ains in the ability to accurately measure the parameter X , the po- 

ition of the area A a (t) at each time step, and u , the fresh gas ve-

ocity through the area A a (t) between two consecutive time steps. 

oth experimental and numerical data of the compression term 

 /ρu · d ρu /d t plotted against the flame radius are reported in Fig. 5 

or different equivalence ratio. Note that the experimental repeata- 

ility –shot-to-shot variation– is shown by plotting the 10 exper- 

mental trials. A perfect agreement is reported as both the exper- 

mental and numerical data do overlap. From the previous state- 

ents, both the repeatability of experimental data as well as the 

ccuracy of the post-processing techniques to access the compres- 

ion term of Eq. (15) are demonstrated. From the thermodynamic 

erspective, the rate of change of the fresh gas density is linked 

o the rate of change of the pressure assuming isentropic com- 

ression, see Eq. (8) . Figure 5 reports also experimental data for 

he compression term. Data corresponding to the time derivative of 

he pressure trace – isentropic compression – are widely dispersed. 

herefore no trend of the rate of change of the pressure trace can 

e distinguished neither computed. The data lead to a high level 

f inaccuracy. It is worth noting that the accuracy of the pressure 

ignal is responsible for this. Since the increase of the pressure 

ignal is a low as 3 percents for a typical flame (radius of 2 cm

or a stoichiometric CH 4 /air flame), no pressure transducers were 

ound to deal with small signal detection, high frequency sampling, 

uge scaling range – up to several bar – and still affordable setup. 

herefore, it clearly appears that the measure of the pressure sig- 

al for the evaluation of the compression term and the evalua- 

ion of Eq. (9) is not relevant enough. From an experimental point 
7 
f view, there is no possibility to achieve a reliable evaluation of 

he consumption speed assuming isentropic compression hypoth- 

sis when considering the constant pressure method in spherical 

xpanding flames. 

.4. Experimental uncertainties on stretched flame speeds 

Experimental uncertainties on the different stretched flame 

peeds are computed as follows. First, we need to consider the un- 

ertainties relative to the operating conditions, mainly the initial 

ixture temperature, pressure, equivalence ratio and spark energy. 

n addition to the intrinsic accuracy of each sensor, the initial con- 

itions can be slightly different from one experiment to another. 

or this study, we consider a maximal variation of ±1 . 5 K, ±0 . 001

ar and ±1% for initial temperature, pressure and equivalence ra- 

io, respectively. Spark energy, shape and volume may change also 

lightly from one ignition to another one. These four sources of 

ncertainties may impact the flame dynamic, and their contribu- 

ion to the different flame speeds will be estimated by performing 

 statistical analysis with a number of flame recordings per con- 

ition, N ≥ 10 . The second source of uncertainty comes from the 

mage processing steps for each flame recording. Both flame radius 

nd fresh gas velocity determination from tomographic recordings 

re associated to individual uncertainties coming from the capabil- 

ty of the routines to extract the quantities of interest from noisy 

ignals. The uncertainty of flame radii is estimated for each flame 

ontour by considering the relative distance between the flame 

ontour and the circle fit based on the least-square method. The 

ean relative uncertainty over all the images is on the order of 

 . 03% . The uncertainty on the maximum fresh gas velocity u u in-

ludes the contribution of the sub-pixel fit of correlation peak, the 

ncertainty in the flame front position after dewarping, and the 

ontribution of the six degree polynomial fit of the fresh gas ve- 

ocity profile. The mean relative uncertainty of u u over all the im- 

ges is on the order of 0 . 5% . Once these uncertainties are eval-

ated, they are propagated when flame stretch and the different 

ame speeds are computed, according to methodology suggested 

y [31,32] . Consequently, for each test, a one σ uncertainty is com- 

uted for each instantaneous stretched flame speed S, hereafter 

 (S) , where S is either ˜ S d,b , 
˜ S d,u or 〈 S c 〉 . 
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Fig. 5. Comparison of the fresh gas density compression term from simulations and 

experimental data (based from more than 10 different flames) with respect to the 

experimental flame radius, for lean (Top), stoichiometric (Middle) and rich (Bottom) 

conditions. Comparison between the terms 1 /ρu · d ρu /d t and 1 /γu P · d P/d t for ex- 

periments when φ = 1.0. 
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In the next section, the contribution of these two sources of un- 

ertainties on the different flame speeds is reported as follows. All 

he instantaneous stretched flame speeds S k are averaged per class 

f stretch of 8 s −1 over the N tests, weighted by their respective 

nstantaneous uncertainty e 2 (S k ) , according to [31,32] : 

 = 

∑ 

k 
S k 

e 2 (S k ) ∑ 

k 
1 

e 2 (S k ) 

(16) 

The corresponding variance is : 

2 ( S ) = 

1 ∑ 

k 
1 

e 2 (S k ) 

(17) 

Finally, an expanded uncertainty U( S ) of the averaged speed S 

s calculated from this variance σ 2 ( S ) , and a coverage factor k , cal-
8 
ulated from a Student’s law based on the number of value used 

n the average process ( k > 10 ), and on a level of confidence of

5% . 

( S ) = kσ ( S ) (18) 

Consequently, S will be plotted according to stretch with error 

ars equal to ±U( S ) , that encompass large fraction ( 95% ) of the

istribution of values that could reasonably be attributed to S . Ob- 

iously, the higher the number of flame recordings per condition, 

he lower the σ ( S ) . 

In the following sections, stretch flame speeds, S , will be fitted 

ith linear or non-linear models using the least squares method to 

nd the extrapolated flame speed and the corresponding Markstein 

ength. The uncertainty on these two parameters is estimated from 

he covariance matrix of the fit and the dispersion of the residuals. 

ll these data are reported in different tables below. 

. Flame speed evaluations, and direct comparison with DNS 

In this section, the three different stretched flame speeds are 

xperimentally evaluated according to the previous developments 

or CH 4 /air flames at three different equivalence ratios. Extrapo- 

ated values are also compared with numerical laminar burning 

elocity S 0 
L 

obtained from Cantera (freely propagating 1D flame, 

ith GRI3.0). Each comparison is followed by discussions about 

he relevance of the methodology and the potential use of these 

ame speeds for both laminar flame speed determination and use 

n some applications. ˜ S d,b is first presented to illustrate the capabil- 

ty of the DNS to reproduce the flame dynamic in that geometrical 

onfiguration. From that preliminary comparison, ˜ S d,u is then dis- 

ussed, followed by the new developments made to estimate the 

patially averaged consumption speed 〈 S c 〉 . 

.1. Displacement speed relative to burned gases, ˜ S d,b 

Figure 6 presents a direct comparison of density weighted 

isplacement speed relative to burned gases for lean, rich and 

toichiometric conditions. Flame speeds are plotted versus flame 

tretch from ignition to the maximum flame radius which can be 

xperimentally observed. In order to avoid ignition and confine- 

ent effects, a restricted range of flame stretch must be chosen for 

xtrapolation. There is a general agreement to select a minimum 

ame radius of 10 mm and a maximum flame radius of 25% of the 

ame chamber radius R 0 [10,33–35] . This range is represented by 

lled circles in Fig. 6 . A direct comparison between experimental 

tretched flame speed and DNS data is performed and a very good 

greement is then observed for all the equivalence ratios. For rich 

nd stoichiometric conditions, the difference is marginal, especially 

or flame kernels free from ignition effects. For lean condition, the 

ifference is larger and on the order of 1 cm/s . Ignition of very 

ean mixtures requires high amount of energy to get spherical ker- 

els which may affect the displacement speed 

˜ S d,b a little beyond 

he minimum flame radius of 1 cm . For flame radii larger than 2 

m , the slope decreases progressively to become strongly negative. 

his confinement effect is visible both from the experiments and 

he simulations. This blind comparison confirms the capability of 

he 1D spherical DNS with GRI3.0 kinetic scheme to reproduce the 

ynamic of the flame front. Linear extrapolation ( Eq. (19) ) at zero 

tretch for lean and stoichiometric conditions, and a classical non- 

inear extrapolation ( Eq. (20) ) for rich conditions are used as rec- 

mmended by [36] . 

˜ 

 d,b = S 0 L − L b K (19) 

˜ S d,b 

S 0 

)
2 ln 

( ˜ S d,b 

S 0 

)
2 = −2 

L b K 

S 0 
(20) 
L L L 
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Fig. 6. Evolution of ˜ S d,b with flame stretch at different equivalence ratios. 

Table 1 

Extrapolated flame speed from ̃

 S d,b and corresponding Markstein length, L b , obtained from Eq. 19 

and 20 by fitting ˜ S d,b = f (K) for tomographic radius between 0 . 8 cm and 1 . 9 cm . 

S 0 L [cm/s] σS 0 
L 

[cm/s] L b [mm] σL b [mm] fit 

Cantera 18.49 – – – –

φ = 0 . 7 Experiments 16.82 0.036 0.030 0.0024 Linear 

DNS 17.28 – 0.085 – Linear 

Cantera 36.30 – – – –

φ = 1 . 0 Experiments 33.38 0.078 0.099 0.0022 Linear 

DNS 33.71 – 0.094 – Linear 

Cantera 32.00 – – – –

φ = 1 . 2 Experiments 29.56 0.047 0.105 0.0011 Non-Linear 

DNS 29.50 – 0.095 – Non-Linear 
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It is worth noting that the Markstein Lengths L b in 

qs. (19) and (20) are related to the density weighted displace- 

ent speed relative to burned gases, and differ from most of the 

ata available in the literature by a factor equal to the density ra- 

io, since ˜ S d,b is considered instead of S d,b = d R/d t . 

A deviation of S 0 
L 

from experiments with those from predicted 

y Cantera simulation is observed for all the cases and it is about 

–3 cm/s ( Table 1 ). This difference in S 0 
L 

between experiments 

based on outwardly propagating spherical flame) and simulation 

based on unstretched, adiabatic, freely-propagating planar flame) 

s commonly observed in the literature ( [34] , Figure 3 ) and has

een explained by many possible experimental biases: mixture 

reparation, ignition effect, radiation effect, extrapolation model, 

onfinement effect. More surprisingly, S 0 
L 

values extrapolated from 

NS data with the same range of flame stretch free from igni- 

ion and confinement effects are also lower than Cantera values, 

hereas the same kinetic scheme is used. Similar behaviors were 

bserved previously for confined spherical expanding flames but 

ever discussed. For instance, stoichiometric methane/air flames 

ere simulated by [11] with GRI3.0 mechanism with larger radius 

ombustion chamber. S 0 
d,b 

was estimated at 268 cm/s , leading to S 0 
L 

 35.45 cm/s , which is below the target given by 1D planar flame 

alculation. Similar observations can be found in [37,39] still with 

RI3.0. 
s

9 
.2. Displacement speed relative to fresh gases, ˜ S d,u 

Figure 7 reports the evolution of experimental and numerical ˜ 

 d,u over flame stretch rate at different equivalence ratios. As for ˜ 

 d,b , the flame speeds from the 10 measurements are averaged per 

lass of stretch of 8 s −1 . The statistical approach used to report data

llows a good and relevant comparison with the DNS. As men- 

ioned previously, the routines developed by Varea et al. [14] have 

een improved to reduce shot to shot variation and reliability of 

ost processing. From Fig. 7 , one can see an excellent agreement 

etween both experimental and DNS data. Different observations 

an be done from the evolution of ˜ S d,u over stretch. First, the sen- 

itivity to the ignition stage seems to be lower than for ˜ S d,b since 

he flame speed spreads linearly towards smaller flame radii re- 

ardless the equivalence ratio. Second, a lower sensitivity to flame 

onfinement effect is observed as the flame speed 

˜ S d,u behaves lin- 

arly for very large flame radii, excepted when the thermodynamic 

onditions P and T differ drastically from the initial ones. Hence, 

onsidering the flame radius range R min − R max = [0 . 8 − 2 . 4 cm ] , ex-

rapolations at zero stretch are more robust and less dependent of 

he flame radii range. Similar behaviors are observed also for the 

NS. In order to be consistent to the extrapolation methodology 

sed for ˜ S d,b , the following linear extrapolation ( Eq. (21) ) at zero 

tretch is used [2] , 
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Fig. 7. Direct comparison of density weighted displacement speed relative to fresh gases for experimental and DNS data. 

Table 2 

Extrapolated flame speed from 

˜ S d,u and corresponding Markstein length, L u , ob- 

tained from Eq. 21 by fitting ˜ S d,u = f (K) for tomographic radius between 0 . 8 cm 

and 2 . 2 cm . 

S 0 L [cm/s] σS 0 
L 

[cm/s] L u [mm] σL u [mm] 

Cantera 18.49 – – –

φ = 0 . 7 Experiments 18.36 0.19 -0.194 0.014 

DNS 19.13 – -0.135 –

Cantera 36.30 – – –

φ = 1 . 0 Experiments 35.72 0.48 -0.115 0.015 

DNS 36.71 – -0.084 –

Cantera 32.00 – – –

φ = 1 . 2 Experiments 32.89 0.53 -0.069 0.019 

DNS 33.00 – -0.047 –
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 d,u = S 0 L − L u K (21) 

It is important to note that using traditional extrapolation for- 

ula for ˜ S d,u (affected by thermal dilation) is not strictly correct, 

s pointed out by Tien and Matalon [38] . Consequently, such ex- 

rapolation performed (using a thermal dilatation affected value) 

ay result in errors as pointed out by Jayachandran et al. [28] . 

owever, the zero stretch extrapolation of the experimental data 

onverges with accuracy to the Cantera 1D values. The target val- 

es are reached for both DNS and experimental data for the three 

quivalence ratios. ˜ S d,u measurement technique is shown to be not 

ffected by the small size of the combustion chamber and there- 

ore to confinement and ignition effects, allowing accurate mea- 

urements of extrapolated values for low or intermediate cham- 

er radii. Table 2 summarizes the corresponding Markstein Lengths 

ollowing Eq. (21) from experimental and numerical data. One 

an see that both experimental and numerical values are in good 

greement. Only few experimental data are available in the liter- 

ture for comparison, but excellent agreement is found with pre- 

ious works from the group, [14] , as well as more recent works 

rom Bradley et al. [15] . From these studies, L u for stoichiometric 

ethane/air flame at ambient temperature and atmospheric pres- 
10 
ure are very close to those obtained in this work, -0.12 mm and 

0.11 mm , respectively. For their numerical work, Giannakopou- 

os et al. [2] demonstrated that flame sensitivities to stretch were 

ore dependent to the isotherm chosen when the fresh gas side 

as used compared to the burned gas side. In this study, we show 

hat experimental measurements can report quantitative and accu- 

ate data on 

˜ S d,u and its associated extrapolated value when care 

s taken on the experimental protocol and post processing. More- 

ver, as mentioned by Jayachandran at al. [28,30] laminar burning 

elocities measured by ˜ S d,u technique avoid any biases due to radi- 

tion, extrapolation procedure and density correction. Moreover, as 

ong as inward flow exists due to confinement and/or sub or hyper 

diabatic conditions [11] , ˜ S d,u technique seems to be a good candi- 

ate for accurate laminar burning velocities measurements. This is 

ypically true when heavy/light fuels but also tailor made fuels are 

onsidered for which no kinetic schemes exist. 

.3. Spatially averaged consumption speed, 〈 S c 〉 
The spatially averaged consumption speed of the deficient 

pecies is now reported from experimental measurements of flame 

adius R T , obtained from tomographic recordings, and fresh gas 

ensity deduced from fresh gas velocity profile as presented above. 

his is reminded in Eq. 22 . 

 

S c 〉 = 

dR T 

dt 
− (R 

3 
0 − R 

3 
T ) 

3 R 

2 
T 

1 

ρu 

dρu 

dt 
(22) 

We implicitly assume that the experimental flame radius R T is 

qual to R f,eq in Eq. (7) . This was already validated in [20] . Si-

ultaneously, the spatially averaged consumption speed from the 

NS can be exactly computed from the integral of the mass reac- 

ion rate of the deficient species, according to the developments in 

19,20] : 

 

S c,DNS 〉 = − 1 

ρu Y k,u R 

2 
f,k 

∫ R 0 

0 

˙ ω k r 
2 dr (23) 
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Fig. 8. Direct comparison of spatially averaged consumption speed for experimental and DNS data, φ = 1.0. DNS data are represented by continuous lines. Experimental 

data are reported in this figure with circle symbols. Red color is d R T /d t , blue color is the density ratio term in Eq. (22) and the spatially averaged consumption speed is 

represented in green by using Eq. (22) for experiments and Eq. (23) for the DNS. Linear extrapolations over the bold line and filled symbols are reported in dotted and 

dashed lines. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.) 
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Equality between Eqs. (22) and (23) was already numerically 

emonstrated in [20] . We present now the experimental mea- 

urements of 〈 S c 〉 by Eq. (22) and the comparison with the DNS 

ata from Eq. (23) . For the three different equivalence ratios, the 

patially averaged consumption speeds are reported according to 

ame stretch ( Figs. 8–10 ). At the same time, the first and the sec-

nd term of the RHS of Eq. (22) are also plotted both from the

xperiments and the DNS to validate the experimental determina- 

ion of these two terms. 〈 S c 〉 is calculated as the difference of two 

arge numbers, and therefore its accuracy will depend directly on 

he accuracy of each contribution. For the first term, error bars are 

imilar to those indicated for ˜ S d,b which were mainly due to the 

hot-to-shot repeatability, multiplied by the density ratio. The sec- 

nd term has similar error bars. Both terms are well captured by 

he experiment, with stretched values that are very close to the 

NS (slightly underestimated for φ = 1.0 and 1.2, and quite clearly 

verestimated for φ = 0.7). For high stretch values, this difference 

lightly increases, before diverging when the influence of ignition 

ecomes predominant. The difference of these two contributions 

ives the spatially averaged consumption speed 〈 S c 〉 , which is in 

ery good agreement with the consumption speed computed from 

he integral of the reaction rate. For stretched flames free from 

onfinement and ignition effects, experiments and DNS values are 

uperimposed. For φ = 0.7, the agreement is slightly worse, as al- 

eady observed for ˜ S d,b . For this condition, ignition effect seems to 

ersist beyond the usual minimum value of flame radius. The error 

ars on experimental 〈 S c 〉 are slightly lower compared to those of 

he two contributions, which underlines the compensating effect 

hen considering the shot to shot fluctuation. Stretched consump- 

ion speeds seem much less sensitive to confinement effects than ˜ 

 d,b , with a globally linear behavior at large radii, observed both 

umerically and experimentally, with the range of flame radius ac- 

essible through the chamber. The extrapolated values are similar 
11 
o each other, slightly lower than the values given by the 1D cal- 

ulation by Cantera. The slopes are also well captured by the ex- 

eriments. 

Similarly to the density weighted displacement speeds, extrap- 

lation at zero stretch of the spatially averaged consumption speed 

llows to introduce the Markstein length L c , according to the fol- 

owing linear equation, 

 

S c 〉 = S 0 L − L c K (24) 

Values of extrapolated flame speed and Markstein length are 

eported in Table 3 . 

The discussion about these results and the comparison with 

˜ S d,b 

equires some reminders about the definition of the spatially av- 

raged consumption speed. As said previously, the spatially aver- 

ged flame speed is defined from the global consumption rate, ob- 

ained by integrating the fuel reaction rate throughout the whole 

ame volume, normalized by a reference surface A = 4 πR 2 . As the

pherical flame has a finite flame thickness which changes during 

ts propagation, the identification of this reference surface ( i.e. the 

sotherm) is delicate and can strongly impact the dependence of 

his spatially averaged consumption speed on flame stretch, 

 

S c 〉 R = R ∗ = S 0 L − L 

∗
c K (25) 

In this equation 〈 S c 〉 R = R ∗ is the spatially averaged consumption 

peed with a reference surface equal to R ∗ and L 

∗
c is the corre- 

ponding Markstein length. The influence of the isotherm on L 

∗
c 

as been numerically shown by Giannakopoulos et al. [16] for 

ropane / air mixtures, and a similar behavior is now presented 

or methane/air flames ( Fig. 11 ). 

In this work, it was decided to introduce a flame surface which 

oes not suffer from any ambiguity and which is defined by an 

quivalent radius based on the total mass of fuel (if lean flame) or 

f oxidant (rich flame) [19,20] , R ∗ = R f,k . For this particular value of
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Fig. 9. Direct comparison of spatially averaged consumption speed for experimental and DNS data, φ = 1.2. DNS data are represented by continuous lines. Experimental 

data are reported in this figure with circle symbols. Red color is d R T /d t , blue color is the density ratio term in Eq. (22) and the spatially averaged consumption speed is 

represented in green by using Eq. (22) for experiments and Eq. (23) for the DNS. Linear extrapolations over the bold line and filled symbols are reported in dotted and 

dashed lines. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.) 

Fig. 10. Direct comparison of spatially averaged consumption speed for experimental and DNS data, φ = 0.7. DNS data are represented by continuous lines. Experimental 

data are reported in this figure with circle symbols. Red color is d R T /d t , blue color is the density ratio term in Eq. (22) and the spatially averaged consumption speed is 

represented in green by using Eq. (22) for experiments and Eq. (23) for the DNS. Linear extrapolations over the bold line and filled symbols are reported in dotted and 

dashed lines. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.) 

12 
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Table 3 

Extrapolated flame speed from 〈 S c 〉 and corresponding Markstein length, L c , obtained from Eq. (24) 

by fitting 〈 S c 〉 = f (K) on a specific tomographic radius range. 

S 0 L [cm/s] σS 0 
L 

[cm/s] L c [mm] σL c [mm] R T range [cm] 

Cantera 18.49 – – – –

φ = 0 . 7 Experiments 15.81 1.21 0.015 0.100 [1.4; 2.2] 

DNS 17.90 – 0.135 – [1.4; 2.2] 

Cantera 36.30 – – – –

φ = 1 . 0 Experiments 31.88 0.54 0.028 0.017 [1.0; 2.2] 

DNS 35.40 – 0.084 – [1.0; 2.2] 

Cantera 32.00 – – – –

φ = 1 . 2 Experiments 27.95 0.50 0.010 0.018 [1.0; 2.2] 

DNS 31.82 – 0.047 – [1.0; 2.2] 

Fig. 11. Effect of ref erence surface, expressed in flame radius and corresponding 

isotherm, on the Markstein lengths L ∗c and L b . φ = 1. 
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∗, Eq. (25) becomes equal to Eq. (24) . We remind that this equiv-

lent radius corresponds to an isotherm close to 600 K, and it is 

btained experimentally from tomographic recordings. By consid- 

ring Tables 1 and 3 , one can see the very small differences be-

ween the Markstein lengths L b and L c . 

The evolution of numerical data of L 

∗
c and L b according to the 

sotherm of the flame radius is plotted in Fig. 11 . x = 0 refers to the

ocation of the maximum heat release, and x = 0 . 55 corresponds 

o the fresh gas side. The difference between these two Markstein 

engths decreases when one approaches towards the gases fresh, 

nd cancels out when R ∗ is close to R f,k . Thus, with this reference

urface, the spatially averaged consumption speed is expected to 

e very similar to ˜ S d,b . Note that even if the lengths L b and L c are

imilar, the spatial averaged consumption speed is not sensitive to 

onfinement effects, and seems to exhibit a linear behavior at high 

quivalence ratio, unlike ˜ S d,b . Note that this Markstein length L c is 

ifferent from that introduced by asymptotic studies [16] , where 

he local consumption speed is considered ( Eq. (1) ). This Markstein 

ength noted L c,Local is systematically greater than the length L b 

nd very weakly dependent on the fuel, according to the following 

elation [16] , 

 b − L c,Local = 

(
1 

σ − 1 

∫ σ

1 

˜ λ(x ) 

x 
dx 

)
· l f (26) 

here σ is the thermal expansion ratio, ˜ λ is the non-dimensional 

hermal conductivity and l f is the flame reaction zone thickness 

stimated from the ratio of the thermal diffusivity of the fresh 

ases with the laminar flame speed. 

. Conclusion 

This paper highlights the experimental tools which have been 

eveloped for measuring laminar flame speeds in the expand- 

ng flame velocity configuration (kinematic and kinetic veloci- 

ies) whose definitions and expressions have been rigorously de- 
13 
ived previously. These laminar flame speeds were measured for 

ethane/air mixtures at different equivalence ratios and compared 

irectly with DNS performed by A-SURF code simulating the ex- 

ct geometry of the combustion chamber, in spherical 1D coordi- 

ates. This numerical approach allowed validation of all the post- 

rocessing steps, giving access to the local fresh gas velocity at the 

ntrance of the flame front, as well as to the density of the fresh 

ases, and the values of the stretched laminar flame speeds. With 

his numerical database, the experimental measurements enable 

he following conclusions to be drawn about the relevance and the 

ccuracy of the different flame speeds. 

This work reports a new experimental approach to evaluate the 

patially averaged consumption speed 〈 S c 〉 for spherically expand- 

ng flames from tomographic flame radius and fresh gases density 

easurements, Eq. (22) . This methodology was derived recently 

rom the global reaction rate normalized by a reference flame sur- 

ace defined by an equivalent flame radius based on the total mass 

f fuel (if lean flame) or of oxidant (rich flame) [20] . The novelty of

his work is associated to the experimental measurement of fresh 

as density from the integration of the continuity equation through 

 material control volume. Considering the initial fresh gas density, 

he location of the boundary of the control volume and the fresh 

as velocity, it is possible to report the temporal evolution of the 

resh gas density with an excellent level of accuracy, as demon- 

trated by the direct comparison with the DNS. The spatially av- 

raged consumption speed is very close to the flame speed 

˜ S d,b 

ith similar positive Markstein lengths. 〈 S c 〉 is however less sensi- 

ive to flame confinement and behaves more linearly with flame 

tretch for rich conditions. Even interesting to report an experi- 

ental measurement of total fuel reaction rate, it seems therefore 

ifficult to extend this technique to other fuel/air mixtures with- 

ut any other preliminary validations, such as the equivalence be- 

ween tomographic flame radius and the equivalent flame radius, 

 f,k . It is also important to note that this spatially averaged con- 

umption speed differs from the local consumption speed intro- 

uced in asymptotic theories and used in 1D configurations, and 

ust be considered as complementary. 

The displacement speed 

˜ S d,u requires an accurate measurement 

f the maximum velocity of the fresh gases at the entrance to 

he flame front. In this paper, an important improvement of post- 

rocessing tools was carried out and validated by a direct com- 

arison with DNS simulations. To our knowledge, this is the first 

ime that the fresh gas velocity profiles across the flame front 

n spherical expanding flames have been compared directly with 

NS. The experimental fresh gas velocity profiles overlap perfectly 

ith the DNS, and the agreement with the stretched flame speed ˜ 

 d,u is excellent. For the operating conditions (quasi equi-diffusive 

uel/air mixtures), this flame speed behaves linearly with stretch, 

nd allows a direct estimation of the laminar burning velocity 

 

0 
L 

by a linear extrapolation. This quantity is not influenced by 

onfinement effects and does not underestimate the extrapolated 

ame speed S 0 . Extension of this linear extrapolation to non equi- 

L 
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iffusive fuel/air mixtures requires additional tests and discussion. 

t is also worth noting that this method presents a quite important 

catter in spite of the improvements made. It is then necessary to 

arry out a larger number of tests (here about ten) to converge. 

The flame speed 

˜ S d,b is very easy to measure with the assump- 

ions usually made (burnt gases at equilibrium and at rest), but 

emains very sensitive to the effects of flame confinement. In this 

eometry, extrapolation at zero stretch leads to a systematic under- 

stimation of the laminar burning velocity S 0 
L 

of the order of 1 to 3

m/s , regardless of the equivalence ratio of the mixture. For small 

ombustion chambers, this effect is noticeable even when respect- 

ng the classic radius range criteria for extrapolation. A careful look 

f the literature also shows that this phenomenon is observed even 

or larger combustion chambers. This quantity also requires an ac- 

urate knowledge of the fuel composition in order to determine 

he density of the burnt gases by a chemical equilibrium calcula- 

ion. These remarks partly explain the disparities observed in the 

alues reported in recent years. 
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