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reactions involved in detonation. In this work, detonationFoam, an open-source solver for accurate and
efficient simulation of compressible reactive flow and detonation are developed based on OpenFOAM.
detonationFoam can simulate compressible, multi-component, reactive flow and it can accurately
evaluate the detailed transport coefficients using the mixture-averaged transport model. Compared to

g?gvr?;gi;n rhoCentralFoam, the improved HLLC-P approximate Riemann solver is used in detonationFoam and it
Simulation helps to accurately resolve shock waves appearing in detonation. Besides, the adaptive mesh refinement
Compressible reactive flow and dynamic load balancing algorithms are used in detonationFoam, which greatly improves the
OpenFOAM computational efficiency. Validation tests including homogenous ignition, unsteady diffusion, shock tube

problem, premixed flame, planar detonation, double Mach reflection, detonation cellular structure and
oblique detonation wave are conducted. These tests demonstrate that detonationFoam can be used to
accurately and efficiently to simulate the compressible, multi-component reactive flow and detonation
processes.

Program summary
Program Title: detonationFoam
CPC Library link to program files: https://doi.org/10.17632/x45zh4nz28.1
Developer’s repository link: https://github.com/JieSun-pku/detonationFoam
Licensing provisions: GPLv3
Programming language: C++
Nature of problem: Gaseous detonation involves different length scales and complicated chemistry.
To accurately and efficiently simulate the gaseous detonation, adaptive mesh refinement needs to be
conducted and detailed chemistry should be considered. Besides, the severe load imbalance caused by
the chemical source term evaluation may greatly reduce the computation efficiency.
Solution method: An open-source solver, detonationFoam is developed based on OpenFOAM. The species
equations considering detailed chemistry are solved in detonationFoam and thereby detonation in a
compressible, multi-component, reactive flow can be simulated. The adaptive mesh refinement technique
and the dynamic load balancing algorithm are incorporated into detonationFoam. It is demonstrated that
detonationFoam can accurately and efficiently simulate gaseous detonation.
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1. Introduction
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involved in detonation [6-10]. Though several codes have been
developed by different groups to simulate different detonation pro-
cesses, they are not open-source and thereby are not available to
all researchers. Therefore, it is necessary to develop an open-source
code for detonation simulation in a rigid framework and readily for
further extension. This motivates the present study, which aims to
develop an open-source solver for accurate and efficient simulation
of compressible reactive flow and detonation based on OpenFOAM
[11].

OpenFOAM is one of the most popular open-source libraries
and has been successfully applied to both non-reactive and re-
active flows [12-14]. In the context of simulating low-speed re-
active flow (i.e., deflagration), many researchers have developed
their solvers based on reactingFoam (e.g., [15-18]). Usually, the
simplified molecular transport model used by default in reacting-
Foam [11] needs to be replaced by detailed model (e.g., mixture-
averaged model or multicomponent model [19,20]) so that flame
propagation can be accurately simulated [15-18]. Besides, CVODE
[21] is usually incorporated into reactingFoam to solve the stiff or-
dinary differential equations (ODEs) when detailed kinetic models
are considered [17]. After these modifications, deflagration/flame
can be accurately simulated using reactingFoam.

Unlike deflagration whose propagation speed is in the order
of 1 m/s and thereby can be approximated to be isobaric, deto-
nation propagates supersonically at speeds in the order of 1000
m/s and it consists of a leading shock wave followed by a re-
action zone [22]. The inherent disparity of scales involved in
detonation requires sufficient resolution both in space and time
for the leading shock and the reaction zone, which brings chal-
lenges to detonation simulations. In OpenFOAM, the density-based
solver, rhoCentralFoam [11], is developed for high-speed flows
with shock waves; and the central-upwind Kurganov and Tadmor
(KT) scheme [23] or Kurganov, Noelle and Petrova (KNP) scheme
[24] is adopted to capture the shock wave and contact discon-
tinuity. Based on rhoCentralFoam, Marcantoni et al. [25] devel-
oped rhoCentralRfFoam to simulate detonation considering gov-
erning equations for multi-species and detailed chemistry. They
showed that rhoCentralRfFoam can accurately predict the detona-
tion velocity and two-dimensional cellular detonation. After that,
several rhoCentralFoam-based solvers have been developed, such
as rhoHLLCFoam developed by Liu et al. [26] and RYrhoCentral-
Foam developed by Huang et al. [27]. In rthoHLLCFoam [26], the
Harten-Lax-van-Leer-Contact (HLLC) scheme [28] was used to cal-
culate the convective flux. In RYrhoCentralFoam, Huang et al. [27]
incorporated the Lagrangian solver for gas-droplet two-phase flows
and thereby it was used to simulate detonation in gas-liquid mix-
tures [29,30].

Although the above studies have shown different levels of suc-
cess in developing rhoCentralFoam-based solvers to simulate deto-
nation, there are still some aspects needing to be improved. First,
the Sutherland law is usually used to calculate transport coeffi-
cients in detonation solvers. As a result, the multi-species transport
process cannot be accurately predicted, and this may lead to large
discrepancy for cases (e.g., the deflagration to detonation process)
in which the transport process plays an important role. Second,
though various techniques have been proposed to reduce the com-
putational cost, they have not been incorporated simultaneously
into detonation solvers. As mentioned above, high spatial resolu-
tion is required to capture the detonation structure. Since special
resolution is required mainly for the region around the detonation
front, dynamically adaptive mesh refinement (AMR) is suitable for
detonation simulation. However, OpenFOAM only supports AMR for
hexahedral cells in 3D [11,31,32] which is not appropriate for 2D
detonation simulation. Furthermore, when the AMR technique is
adopted in conjunction with finite-rate chemistry, the severe load
imbalance may greatly reduce the computation efficiency. Specif-
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ically, when the computational domain is decomposed and dis-
tributed to the different processors, some processors might have
much more cells in the reaction zone than others. Since in the re-
action zone the ODEs are stiff, it takes lots of computation time.
Therefore, the processor that has the maximum cell number in
the reaction zone becomes the bottleneck and other processors
have to wait for synchronization. To tackle this issue, Tekgul et al.
[33] and Zirwes et al. [34] proposed the dynamic load balancing
(DLB) algorithm based on forming groups of processors that share
their chemistry workload. The DLB algorithm was successfully used
for simulating deflagration processes and the speed-up around 10
was achieved [33]. However, these acceleration techniques, AMR
and DLB, have not been simultaneously used in detonation solvers.
Besides, the rhoCentralFoam-based detonation solvers mentioned
above are not open-source. Though McGough [35] provided an
open-source solver, rhoReactingCentralFoam, for detonation sim-
ulation, its accuracy was not examined comprehensively and the
load imbalance problem was not solved.

Based on the above consideration, this work aims to de-
velop an OpenFOAM-based open-source solver, detonationFoam,
which can accurately and efficiently simulate gaseous detonation.
The following five implementations are made based on rhoCen-
tralFoam. First, the species equations and finite-rate chemistry
model are incorporated to simulate compressible multi-species
reactive flow. Second, the mixture-averaged transport model is
used to evaluate the multi-species transport properties. Third,
the HLLC-P (HLLC with a pressure-control technique) approxi-
mate Riemann solver [36,37] is incorporated to achieve accu-
rate shock wave capturing. Fourth, the AMR technique is incor-
porated into the solver so that the detonation front and dif-
ferent waves can be accurately and efficiently resolved. Fifth,
the DLB algorithm is used to further improve the computa-
tional efficiency. The reliability of detonationFoam on modeling
different processes including detonation is verified by compar-
ing the typical simulation results with those in the literature.
Note that blastFoam [38] has been successfully used for the sim-
ulation of high-explosive detonation, explosive safety and air-
blast. BlastFoam can simulate explosion and detonation in multi-
phase energetic materials while detonationFoam focuses more
on simulating gaseous detonation. Nevertheless, blastFoam was
not validated in terms of simulating flames and deflagration-to-
detonation transition in which multi-species transport is impor-
tant.

The remainder of this paper is structured as follows. The gov-
erning equations and numerical methods are described in Sec-
tion 2. The reliability and application of the open-source solver
detonationFoam is shown in Section 3. Finally, conclusions are
drawn in Section 4.

2. Governing equations and numerical methods
2.1. Governing equations

The conservation equations for unsteady, compressible, multi-
component reactive flow are solved in detonationFoam. The gov-
erning equations [39] for mass, momentum, energy and species
are

ap
o TV (V=0 (1)
a(pV)
at
d(pE)
at
d(pYk)
at

+V. (pW)=—-VP+V. 1 (2)

+V-(PE+P)V]==V-q+V-(V-7) (3)

+V-[p(V+V)Yl=wr k=1,..,Ns—1 (4)
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Here, p is the density of the mixture, V = (u, v, w) is the velocity
vector, and P is the pressure. Yy, V, and wj are respectively the
mass fraction, diffusion velocity and production rate of the k-th
species. Ns is the total number of the species. The viscous stress
is

I:M[VV+(VV)T—§I(V~V)] (5)

in which w is the dynamic viscosity of the mixture and I is the
unit tensor.

We assume that the mixture is ideal gas and the equation of
state is

RT
p=" (6)
w
where T is the temperature, R = 8.314 ]J/(mole - K) is the universal
gas constant, and W is the mean molar weight of the mixture.

The total energy E and heat flux q in Eq. (3) are [39]

Ns
q=—-AVT+p Y (YehVy) (7)
k=1
p vz U
E=—;+7+Z(Ykhk) (8)
k=1

where A is the thermal conductivity of the mixture, and hy is
the enthalpy of the k-th species. The thermodynamic properties of
each species are evaluated with JANAF polynomials [40]. The en-
thalpy, hi, and the specific heat capacity at constant pressure, Cp
of the k-th species are

hy an T"  ans

L , L) 9

RT nZ—(:) n+1 + T )
4

C

%k = 1" (10)
n=0

where ay, x with n=1~5 are the coefficients for the k-th species.

The mixture-averaged transport model is added in detonation-
Foam to calculate the transport properties. Cantera [41] is pop-
ularly incorporated into OpenFOAM to evaluate transport coeffi-
cients [15,17,18]. Here the transport calculation module provided
by Dasgupta et al. [16] is modified and incorporated into deto-
nationFoam. The Wilke formula [42,43] is used to calculate the
dynamic viscosity of the mixture as

& Xielhk
n=) o (an
k=1 Zj:l Xj Py
where Xj is the mole fraction and uj is the dynamic viscosity
coefficient of the k-th species. ®; is the dimensionless partition
function defined as [43]

_1 1 192
nwegslew) ) G @

where Wy, is the molecular weight of the k-th species.
The thermal conductivity of the mixture is obtained from the
following formula [44] as

> Xk + )
<k 1 Zk 1)‘k

where Ay is the thermal conductivity of the k-th species.

(13)
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The diffusion velocity, V, in Eq. (4), consists of three parts [45]
as

Vi=Viy T Vier +Vie (14)
where V,: y is the ordinary diffusion velocity and V, KT is the ther-
mal diffusion velocity. The expressions for Vk y and V
Dym 90X
V”< y = _ Zkm 92k (15)
' Xk 0x;
Dim® 1 0T
VkT:_ km©k 1 01 (16)
’ Xk T 0x;

where Dy, is the mixture-averaged mass diffusion coefficient and
Oy is the thermal diffusion ratio of the k-th species.

The correction velocity, V,Q_C, is introduced to ensure the com-
patibility between the species mass conservation and the total
mass conservation [39]. It is determined according to the following

requirement as

Ng
> (pVivy) =0 (17)
k=1

In detonationFoam, the detailed kinetic model can be consid-
ered. For a kinetic model containing Ns species, the Ng elemen-
tary reactions can be written as [19]

Z(v,c JM/<><:1>Z(v,< M j=1,...Ng (18)

Here Mk represents the molecular formula for the k-th species. v,/”.
and v j are the stoichiometric coefficients of the k-th species in
the j- th elementary reaction. Ky ; and Kj ;j respectively represent
the forward and backward reaction rate constants of the j-th ele-
mentary reaction. The production rate of the k-th species can be
expressed as [19]

Ng v v/

we=Wi Y [0 ukj)(Kf]]_[ck’” 1<b,]_[c k1 (19)
j=1 k= k=1

where Cj, is the molar concentration of the k-th species. The reac-

tion rate constant, Ky j, can be written in the Arrhenius Law [19]
as

Ky j= (20)
Here Aj, Bj and E, ; are respectively the pre-exponential factor,
temperature exponent and activation energy of the j-th forward
reaction. The backward reaction rate, Kj, j, can be evaluated based
on Ky ; and the equilibrium constant of the j-th elementary reac-
tion [19].

2.2. Numerical methods

2.2.1. Numerical schemes

Since detonationFoam is developed based on OpenFOAM, the
numerical schemes provided by OpenFOAM are directly used. The
second order MUSCL scheme [46] with HLLC-P approximate Rie-
mann solver [36] is used to calculate the convective fluxes, and the
second-order central difference scheme is used for diffusion fluxes.
Operator splitting fractional-step procedure [18] is used to sepa-
rate the time evolution of the stiff reaction term from that of the
convection and diffusion terms. In the time advance of the non-
reactive flow, the first order implicit Euler scheme is used. Though
the second-order scheme such as the backward scheme and Crank-
Nicolson scheme can also be used, it has little influence on the
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Fig. 1. Schematic of wave structures of the HLLC approximate Riemann solver.

results due to the very small time step in the order of 10~ s. The
seulex ODE solver [47] has been proved to be robust and efficient
for stiff system by employing an extrapolation algorithm, based on
the linearly implicit Euler method with step size control and order
selection. Therefore, it is adopted here to solve the ODEs describing
the chemical reactions.

To accurately capture shock waves and contact discontinuities,
the HLLC-P approximate Riemann solver [36] is used. A pressure
dissipative term, ®p, is added into the flux of the HLLC Riemann
solver [28], @piic, and thereby the convective flux in the HLLC-P
Riemann solver is calculated [36,48] as

Pyiic—p = Pruc + Pp (21)
where
Fi 0<S;
)R +siUr-U) S <0<s*
PHIC = Fp 4 Sg(U% — Up) S* <0< Sk (22)
Fr 0> Sgp

Here Uy, Uf, U’,;, Ug are the conserved variables in regions #1, #2,
#3 and #4 as shown in Fig. 1. F; and Fy are respectively the left
and right reconstructed fluxes. The propagation speed of the con-
tact discontinuity is denoted as S*. S; and Sy are the propagation
speeds of the left and right traveling waves, respectively.

In Eq. (21), ®@p is the pressure dissipative term which provides
damping to suppress oscillations and is defined as [36]

SiS 1 |PR—P _ 15\
LSR | R_2 Ll (l,u,v,—q2> (23)
SR—=St1+ M| ¢ 2

Dp=(f—1)

where M, ¢, i1, v and g are respectively the Mach number, speed
of sound, velocity components and the normal velocity evaluated
by Roe averaged method at the interface [36]. f is the function of
P; and Pg, which is defined as [36]

f=[min(fp,a,j+12) fr.a=1/2. s fr.a=1/2, 341 fp.a+1/2.)-

3
fras/z,g+1)]

—min (Br P
fp_m1n<PL,PR

(24)

Here the subscripts, (I, J +1/2), (1 —1/2,]), I —=1/2, ]+ 1), (I +
1/2,]) and (I +1/2, ] + 1), are mesh nodes as the reference [36]
describes.

2.2.2. Adaptive mesh refinement

As stated before, adaptive mesh refinement helps to efficiently
resolve the propagating detonation. Therefore, AMR is used in det-
onationFoam. Following the work of Baniabedalruhman [31], the
AMR library provided by OpenFOAM is modified and incorporated
into detonationFoam for 2D simulations while the original AMR li-
brary is suitable only for 3D simulations.

Here the 2D case is used as the example to describe the
mesh refinement/coarsening process. In AMR, mesh refinement
and coarsening criteria should be specified before the simula-
tion. As an example, mesh refinement/coarsening can be conducted
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Fig. 2. Schematic of the steps during the 2D mesh refinement process. (For inter-
pretation of the colors in the figure(s), the reader is referred to the web version of
this article.)

Table 1
Pseudo-code of the mesh refinement/coarsening process.
Step. 1: Calculate the magnitude of local density gradient, |V p|.
Step. 2:  Iterate through cells and compare the magnitude between |V p| on
each cell with the refinement criterion. Mesh refinement and
coarsening are conducted as:
For the i-th cell in all cells
If (IVpli > IV plx)
If the i-th cell has not reached the maximum cell level
refining the i-th cell
endif
elseif (IVpli <|Vplc)
If the i-th cell has been refined
coarsening the i-th cell
endif
endif
End
Update the states by mapping the data from the original mesh to
the updated mesh.
Calculate the fluxes using the updated values.

Step. 3:

Step. 4:

based on the magnitude of local density gradient |V p|. When |V p|
at the face center (red points in Fig. 2) is larger than a thresh-
old value, |V p|g, mesh refinement should be conducted. Then, the
four edges of the cell are divided equally by the blue points shown
in Fig. 2. Subsequently, the cell is divided into four adjacent sub-
cells. Then all values are mapped from the original mesh to the
new refined mesh. Mapping of field values is implemented in a
straightforward and conservative manner [32]. For the refinement
step, sub-cells receive the cell-centered value of the parent cell.
For the coarsening step, the average values of sub-cells are set on
the parent cell. After the refinement is done, the fluxes are cor-
rected using the mapped values. Similarly, when |Vp| is smaller
than another threshold value, |V p|c (which is smaller than [V p|gr),
coarsening should be conducted to restore the mesh from the re-
finement state to the original state. The above AMR process in
detonationFoam is depicted in Table 1.

2.2.3. Dynamic load balancing

As mentioned above, the DLB algorithm helps to effectively
balance the CPU-calculation time for solving the stiff ODEs. It is
usually used in the parallel simulation of reactive flow considering
detailed kinetic models, which might consist of a large number of
species and elementary reactions. The open-source DLB algorithm,
DLBFoam, developed by Tekgul et al. [33] is incorporated into det-
onationFoam.

The pseudo-code of the DLB algorithm used in detonationFoam
is depicted in Table 2. When N processors are used, the cost of
each processor at time t is counted and signed as [l1,13,...,IN].

The total cost, L, and the average cost, L, are defined as

N
L= Z I, (25)
k=1
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n-heptane/air, ¢ = 1.0
line: Cantera
symbol: detonationFoam

104 1 1 1 1 ]
700 800 900 1000 1100 1200

T, (K)

Fig. 3. Change of the ignition delay time with initial temperature at different pressures for stoichiometric (a) Hy/air and (b) n-heptane/air mixtures.

Table 2
Pseudo-code of the dynamic load balancing algorithm.
Step. 1:  Count the total load of chemical calculation of each processor,
[l1,12,...,In], at the last time. (N is the number of the processors)
Step. 2: Calculate the total load.
N
L=l
k=1
Step. 3:  Calculate the average load.
N
-1
L= N Iy
k=1
Step. 4: Determine the sender processor and the receiver processor.
| I >§ = sender processor —12 N
Iy < L = receiver processor ~ 77
Step. 5:  sender processors Toad " roceiver processors
Step. 6: Solve the reaction stiff ODEs.
updated values .
Step. 7:  sender processors <——————— receiver processors
L=L/N (26)

If Iy < L, then the k-th processor is designated as the receiver
process. On the other hand, the sender processors are those with
It > L. The sender processors send their excess load to receiver
processors so that the cost for each processor is close to L. Then
the stiff ODEs are solved using the new distributed load in each
processor and the updated value is sent back to the original pro-
Cessor.

3. Validation tests

Compressible reactive flow and detonation can be simulated us-
ing detonationFoam in which both AMR and DLB are used. In this
section, typical tests for 0D/1D/2D non-reactive/reactive problems
are conducted to evaluate the capability and accuracy of deto-
nationFoam. Moreover, the computational efficiency improved by
AMR and DLB is assessed.

3.1. Homogeneous ignition process (0D)

Homogeneous ignition processes under constant volume con-
ditions for different fuel/air mixtures are simulated to assess the
performance of detonationFoam in terms of simulating chemical
reactions. Stoichiometric Hp/air and n-heptane/air mixtures, re-
spectively without and with negative temperature coefficient phe-
nomenon [49], are considered. The detailed kinetic model for hy-
drogen and n-heptane are respectively from Li et al. [50] and Liu
et al. [51]. The ignition delay time at different initial tempera-
tures (1000 K < Ty < 1300 K for Hy/air mixture and 700 K < Ty <

(a) 1 2000 (b) 1 2000
line: ASURF line: ASURF

symbol: detonationFoam symbol: detonationFoam

0.8
1500 1500
i:
0.6
s <
= 1000= 1000:
0.4
500 500
0.2
-
t=1ms t=2ms
0 1 1 1 . 0 0 1 1 1 0
0.5 1 1.5 2 0 0.5 1 1.5 2
x (cm) x (cm)

Fig. 4. The distributions for mass fraction of N, and temperature predicted by
A-SURF (lines) and detonationFoam (symbols) at (a) t =1 ms and (b) t =2 ms.

1300 K for n-heptane/air mixture) and different initial pressures
(Pp =0.1, 0.5 and 1 atm for Hy/air mixture and Py = 10, 20
and 30 atm for n-heptane/air mixture) are calculated and the re-
sults are plotted in Fig. 3. It is seen that good agreement between
the results predicted by detonationFoam and by Cantera [41] (the
maximum of the relative difference is lower than 7%). This demon-
strates that the stiff ODE solver, seulex, used in detonationFoam can
accurately simulate the homogeneous ignition process and thereby
can be used to deal with chemical reactions.

3.2. Unsteady diffusion process (1D)

Then, the 1D unsteady diffusion process is simulated to evalu-
ate the reliability of the transport model and the numerical treat-
ment of diffusion term in detonationFoam. We consider a static
mixture in which there is a jump in the temperature and mixture
composition across x =1 cm. The initial conditions are given by

(1atm,300K,0,0.3,0.7) x<1cm
(1 atm, 1500K,0,0.7,0.3) x>1cm

(27)

(P.T,u,Yn,,Yn,) = {

Note the Soret effects of Hy are considered in this case. Uniform
cell with the size of Ax =20 pm is used. Transmissive boundary
conditions are used at both x=0 cm and x =2 cm. Fig. 4 shows
the distributions of mass fraction of N and temperature at t =1
ms and t =2 ms predicted by detonationFoam and A-SURF [52].
Very good agreement is achieved, which demonstrates that detona-
tionFoam can accurately resolve the diffusion processes including
both heat conduction and mass diffusion respectively due to tem-
perature and concentration gradients.
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Fig. 5. (a) The pressure and density distributions at t =50 ps and (b) the shock wave resolved by different schemes.

3.3. The shock tube problem (1D)

The 1D shock tube problem is popularly used to assess the
performance of numerical evaluation of convective fluxes for com-
pressible flows [53]. We consider a jump in pressure and tempera-
ture across x =0 cm. The initial conditions are given as

(100 kPa, 348.4K,0) x<0cm

(P, T,u)= { (10kPa,278.7K,0) x> 0cm (28)

Uniform cell with the size of Ax =20 pm is also used and
the transmissive boundary conditions are set for both ends of the
computational domain. The pressure and density distributions pre-
dicted by detonationFoam at t = 50 ps are compared with the
exact solutions [54] in Fig. 5(a). The maximum relative error for
pressure is 1.78%, which indicates that detonationFoam can accu-
rately simulate the shock tube problem. Fig. 5(b) compares the
results across the shock wave predicted by KNP [24], HLLC [28]
and HLLC-P [36] schemes. It is seen that compared to KNP and
HLLC schemes, HLLC-P used in detonationFoam has lower dissipa-
tion and thereby can more accurately resolve the shock propaga-
tion.

3.4. Laminar premixed planar flame (1D)

In the above three sub-sections, chemical reaction and trans-
port/flow are decoupled. Here we use detonationFoam to simulate
1D premixed flame propagation, in which chemistry and transport
are intrinsically coupled. We consider Hjy/air mixtures at normal
temperature and pressure, i.e., T, =300 K and P =1 atm. The
laminar flame speeds obtained from simulations using detonation-
Foam are compared to those predicted by Cantera [41] in Fig. 6.
The relative difference is within 4%. Furthermore, the flame struc-
ture (i.e., distributions of temperature, total heat release rate, flow
velocity, and mass fraction of OH) predicted by detonationFoam
is also compared to that predicted by Cantera [41]. Fig. 7 shows
that satisfactory agreement is achieved, which demonstrates that
detonation is able to simulate premixed flame propagation. There-
fore, detonation can be used to simulate the detonation initia-
tion, quenching and reinitiation processes [55,56], in which flame
acceleration and deflagration-to-detonation transition might oc-
cur.

3.5. Planar steady detonation propagation (1D)

Besides the flame/deflagration considered in the previous sub-
section, we also consider 1D planar detonation propagation process
in a stoichiometric Hp/air mixture. The static mixture is initially
at To =300 K and Pp =1 atm. A high-pressure hot spot with
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Fig. 6. Change of the laminar flame speed and relative difference with the equiva-
lence ratio for Hj/air mixtures at T, =300 K and P =1 atm.

T =3000 K and P =90 atm in the region of 0 < x <2 mm is
used to initiate the detonation propagation. The uniform cell size
of Ax =20 pm is used. As shown in Fig. 8, the temporal evolution
of pressure and O, mass fraction distributions predicted by det-
onationFoam and A-SURF are almost identical. Moreover, Fig. 8(a)
shows that the peak pressure immediately after the leading shock
is almost the same as the Von Neumann pressure, Pyy = 27.7 atm
predicted by Chapman-Jouguet (C-J) theory. The detonation prop-
agation speed predicted by detonationFoam is 2026 m/s, which is
slightly higher but very close to the CJ value of Vg = 1977 m/s.
Therefore, detonationFoam can accurately simulate 1D detonation
propagation.

3.6. Pulsating detonation wave (1D)

Referring to Sun et al’s work [57], the pulsating detonation
propagation process in C;H4/O2/Ar mixture is simulated and the
initial fields are set as

(22.5 atm, 2500 K,0 m/s) x <0.2cm

(P, T,u)= { (0.25atm, 300K, 0m/s) x> 0.2cm (29)

Then detonationFoam is employed to simulate the process and
the results are presented in Fig. 9. Fig. 9(a) shows the pressure
curve peaks cyclically oscillate when the detonation wave propa-
gates into the region of x > 0.75 cm. Fig. 9(b) records the leading
shock speed, Us, as a function of its position, xs. It shows the det-
onation wave propagation speed oscillates periodically around the
C-] speed (Ug) and the oscillation period and amplitude almost
remain constant when xs > 0.15 m. The pulsating period obtained
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Fig. 7. The distributions for mass fraction of OH, temperature, total heat release rate and flow velocity of 1D premixed planar flame in a stoichiometric Hj/air mixture at

T,=300Kand P=1 atm.
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Fig. 9. (a) Temporal pressure distribution curves and (b) leading shock speed as a function of its position during the pulsating detonation propagation process in C;H4/O,/Ar

mixture. Xcaga : Xoz2 : Xar =0.75:2.25:7, To =300 K and Py =0.25 atm.

by detonationFoam is 9.93 ps and closed to the reference value,
6.32 ps, predicted by Sun et al. [57].

3.7. Double Mach reflection (2D)

Following the work of Woodward and Colella [58,59], we sim-
ulate the well-known double Mach reflection problem to assess
numerical accuracy and robustness under high-Mach conditions.
A normalized inviscid gas model is used for simulation purposes
only. The heat capacity ratio is 1.4. An incident shock wave with
Mach number of 10 reflects on a wall oriented at an angle of
60°. The density isopleths at t = 0.2 s are shown in Fig. 10(a),
which is almost consistent with the result predicted by Wood-
ward et al. [58] shown in Fig. 10(b). AMR with cell level from 0
(coarsest) to 4 (finest) is used. The cell distribution and level are

shown in Figs. 10(c-d). It is observed that the shock waves and
contact discontinuities are covered by the finest cells. Therefore,
AMR incorporated in detonationFoam helps to efficiently resolve
the different waves in compressible flow.

3.8. Cellular structure of planar detonation propagation (2D)

As an important characteristic of detonation, its cellular struc-
ture should be simulated. Following the work of Oran et al. [60],
we simulate the detonation propagation process in a Hy/O2/Ar
mixture and schematic of the computational domain and the ini-
tial conditions are shown in Fig. 11(a). The triple point trajectories
predicted by detonationFoam and Oran et al. [60] are recorded
and separately plotted in Figs. 11(b-c). As results, we predicte
a cell size of approximately 55 x 30 mm using detonationFoam
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Fig. 10. The density isopleths separately predicted by (a) detonationFoam and (b) Woodward et al. [58], (c) cell distribution and (d) cell level distribution for the 2D double

Mach reflection problem.
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Fig. 11. (a) Schematic of the computational domain and the initial and boundary conditions; (b) triple-wave point trajectories predicted by detonationFoam; and (c) soot foils

of triple-wave point trajectories reported by Oran et al. [60].

which is closed to previously reported values (54 x 31 mm by
Oran et al. [60] and 54 x 30 mm by Wang et al. [61], respec-
tively).

The induction length for the H,/O,/Ar mixture at To = 300 K
and Po = 6670 Pa predicted by SDtoolbox [62] equals to 1519 pm.
In the above case, uniform cells with Ax = Ay =200 pm are used
as basic cells and three-level adaptive refinement cells are adopted.
Thereby the finest cell size is 200/23 = 25 pm, which ensures that
there are more than 60 cells resolving the induction region. Fig. 12
shows the temperature, pressure, density gradient and cell level at
t =532 ps. It is seen that the cellular structure of the propagating
detonation can be simulated efficiently using AMR in detonation-
Foam.

3.9. The oblique detonation wave (2D)

Finally, the wedge-stabilized oblique detonation wave in a stoi-
chiometric H/air mixture is simulated using detonationFoam and
compared with the results of Teng et al. [63]. Additionally, the
computing efficiency improved by AMR and DLB algorithms is also
evaluated.

The computational domain is similar to previous studies [64-
66] and is schematically described in Fig. 13. The wedge starts
from x =y = 0 cm. The inflow states are specified as Pop = 196.3
kPa, Top = 814.4 K, and V(y = 2418.9 m/s, which are calculated
based on the specified flight altitude, Hy = 20 km, and flight Mach
number, Mag =9, according to Teng et al. [63]. The base cell size
(i.e., the cell level is zero) is Ax = Ay = 20 pm and the maxi-
mum cell level is 2 during the AMR. In fact, detonationFoam has
been successfully used in oblique detonation simulation. The cor-
responding grid and time dependency tests were conducted and
shown in Fig. 2 of the reference [66]. The results indicate cell size

of 5 pm can ensure that the oblique detonation wave can be ade-
quately resolved in such an operating condition for Hj/air mixture.
Note that the diffusion terms are ignored in the conservation equa-
tions and thereby Euler equations are solved. The steady oblique
detonation wave structures predicted by detonationFoam and Teng
et al. [63] are shown in Fig. 14. Almost identical oblique detonation
wave structures are acquired and the ability of detonationFoam in
detonation simulations is verified further.

To evaluate the computational efficiency improved by AMR and
DLB algorithms used in detonationFoam, we compare the cell num-
ber and computational time for the simulation of the wedge-
stabilized oblique detonation wave under four cases: uniform mesh
without DLB (case 1), uniform mesh with DLB (case 2), adaptive
mesh without DLB (case 3) and adaptive mesh with DLB (case 4).
It is noted that the finest cell size in case 2 and case 4 is the same.
The normalized cell number and the CPU time for these four cases
are plotted in Fig. 15. Compared with case 1 using uniform mesh
and without DLB, in case 3 the cell number is reduced to about 1/6
by using AMR and the CPU time is reduced to about 1/5 by using
AMR and DLB. This demonstrates that high computing efficiency
can be achieved by using the AMR and DLB in detonationFoam.
Besides, the steady ODW structure for cases 1-4 (see Fig. 16) are
almost same, indicating that AMR and DLB have little influence on
the accuracy of simulation results.

4. Conclusions

In this work, we develop an OpenFOAM-based open-source
solver, detonationFoam, which can accurately and efficiently simu-
late gaseous detonation. The solver is developed based on rhoCen-
tralFoam, and five major improvements are made. First, the species
equations and detailed finite-rate chemistry are considered and
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Fig. 12. The contours for (a) temperature, (b) pressure, (c) absolute value of density gradient and (d) cell level at t =532 ps for detonation propagation in a Hy/O;/Ar mixture

at To =300 K and Py = 6670 Pa predicted by detonationFoam.
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Fig. 13. Schematic of the initial and boundary conditions for the 2D wedge-
stabilized oblique detonation wave in a stoichiometric H, /air mixture. ODW: oblique
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Fig. 15. The relative CPU time and cell number for cases 1-4 of the steady wedge-
stabilized oblique detonation wave in a stoichiometric Hy/air mixture.

thereby the compressible, multi-component, reactive flow can be
simulated. Second, the mixture-averaged transport model is used
and it can accurately evaluate the detailed transport coefficients.
Third, the improved HLLC-P approximate Riemann solver is used
and it has advantages in accurately capturing the propagation of
shock wave and contact discontinuity. Fourth, the two-dimensional
adaptive mesh refinement (AMR) technique is incorporated into
the solver so that the detonation front can be resolved by the
finest meshes. Fifth, the dynamic load balancing (DLB) algorithm
is used to further improve the computational efficiency.

Comprehensive validation tests for both non-reactive and re-
active flows have been conducted. These tests demonstrate that
detonationFoam can accurately and efficiently simulate compress-
ible, multi-component reactive flow and detonation processes. The
computational efficiency can be greatly improved by using AMR
and DLB algorithms simultaneously incorporated into detonation-
Foam.
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Declaration of competing interest

The authors declare that they have no known competing finan-
cial interests or personal relationships that could have appeared to
influence the work reported in this paper.

Data availability
Data will be made available on request.
Acknowledgements

This work was supported by National Natural Science Founda-
tion of China (No. 52176096). We also thank Professor Huangwei
Zhang at National University of Singaporeand Professor Tianhan
Zhang at Southern University of Science and Technology for help-
ful discussion. The computations for this article were supported
on resources of the Dawning Information Industry Co., Ltd., China
(https://ac.sugon.com).

References

[1] B.A. Rankin, M.L. Fotia, A.G. Naples, C.A. Stevens, ].L. Hoke, T.A. Kaemming, S.W.
Theuerkauf, FR. Schauer, ]. Propuls. Power 33 (2017) 131-143.

[2] G.D. Roy, S.M. Frolov, A.A. Borisov, D.W. Netzer, Prog. Energy Combust. Sci. 30
(2004) 545-672.

[3] P. Wolanski, Proc. Combust. Inst. 34 (2013) 125-158.

[4] Q. Xie, Z. Ji, H. Wen, Z. Ren, P. Wolanski, B. Wang, Trans. Aerosp. Res. 2020
(2020) 107-163.

[5] R. Zhou, D. Wu, J. Wang, Chin. ]. Aeronaut. 29 (2016) 15-29.

[6] J.E. Shepherd, Proc. Combust. Inst. 32 (2009) 83-98.

[7] D.A. Schwer, RF. Johnson, A. Kercher, D. Kessler, A.T. Corrigan, Progress in
Efficient, High-Fidelity, Rotating Detonation Engine Simulations, AIAA Scitech,
2019, Forum, 2019.

[8] J.M. Powers, J. Propuls. Power 22 (2006) 1217-1229.

[9] E.S. Oran, V.N. Gamezo, Combust. Flame 148 (2007) 4-47.

[10] J.Z. Ma, M.-Y. Luan, Z.-]. Xia, J.-P. Wang, S.-j. Zhang, S.-b. Yao, B. Wang, AIAA ].
58 (2020) 4976-5035.

[11] OpenFOAM, https://openfoam.org].

[12] A. Lépez, W. Nicholls, M.T. Stickland, W.M. Dempster, Comput. Phys. Commun.
197 (2015) 88-95.

[13] P. Horgue, C. Soulaine, ]. Franc, R. Guibert, G. Debenest, Comput. Phys. Com-
mun. 187 (2015) 217-226.

[14] Q. Meng, N. Zhao, H. Zhang, Phys. Fluids 33 (2021) 043307.

[15] T. Zirwes, F. Zhang, P. Habisreuther, M. Hansinger, H. Bockhorn, M. Pfitzner, D.
Trimis, Flow Turbul. Combust. 104 (2019) 997-1027.

[16] A. Dasgupta, E. Gonzalez-Juez, D.C. Haworth, Comput. Phys. Commun. 237
(2019) 219-229.

[17] Q. Yang, P. Zhao, H. Ge, Comput. Fluids 190 (2019) 114-127.

[18] D. Zhou, H. Zhang, S. Yang, Aerospace 9 (2022) 102-119.

10

[19] CK. Law, Combustion Physics, Cambridge University Press, 2010.

[20] V. Giovangigli, Proc. Combust. Inst. 35 (2015) 625-637.

[21] S.D. Cohen, A.C. Hindmarsh, P.F. Dubois, Comput. Phys. 10 (1996) 138-143.

[22] J.H.S. Lee, The Detonation Phenomenon, Cambridge University Press, 2008.

[23] A. Kurganov, E. Tadmor, ]. Comput. Phys. 160 (2000) 241-282.

[24] A. Kurganov, S. Noelle, A. Petrova, SIAM ]. Sci. Comput. 23 (2001) 707-740.

[25] L.F. Gutiérrez Marcantoni, J. Tamagno, S. Elaskar, Comput. Phys. Commun. 219
(2017) 209-222.

[26] X.-Y. Liu, M.-Y. Luan, Y.-L. Chen, J.-P. Wang, Int. ]. Hydrog. Energy 45 (2020)
19976-19988.

[27] Z. Huang, M. Zhao, Y. Xu, G. Li, H. Zhang, Fuel 286 (2021) 119402.

[28] E.E. Toro, M. Spruce, W. Speares, Shock Waves 4 (1994) 25-34.

[29] H. Guo, Y. Xu, S. Li, H. Zhang, Combust. Flame 241 (2022) 112122.

[30] Y. Xu, H. Zhang, Combust. Flame 241 (2022) 112086.

[31] A. Baniabedalruhman, Dynamic meshing around fluid-fluid interfaces with ap-
plications to droplet tracking in contraction geometris, Ph.D. thesis, Michigan
Technological University, 2015.

[32] D. Rettenmaier, D. Deising, Y. Ouedraogo, E. Gjonaj, H. De Gersem, D. Bothe, C.
Tropea, H. Marschall, SoftwareX 10 (2019) 100317.

[33] B. Tekgiil, P. Peltonen, H. Kahila, O. Kaario, V. Vuorinen, Comput. Phys. Com-
mun. 267 (2021) 108073.

[34] T. Zirwes, F. Zhang, P. Habisreuther, J.A. Denev, H. Bockhorn, D. Trimis, in: 14th
World Congress on Computational Mechanics, 2021.

[35] D.A. McGough, Detonation modeling in OpenFOAM using adaptive mesh refine-
ment, MA thesis, University of Colorado, Boulder, 2020.

[36] W. Xie, R. Zhang, J. Lai, H. Li, Int. J. Numer. Methods Fluids 89 (2018) 430-463.

[37] blastFoam: An OpenFOAM Solver for Compressible Multi-Fluid Flow with Ap-
plication to High-Explosive Detonation, Synthetik Applied Technologies, LLC.,
2019.

[38] PJ. Vonk, M. Safdari, M.D. Brandyberry, A new OpenFOAM solver for compress-
ible multi-fluid flow with application to high-explosive detonation, in: The 4th
OpenFOAM User Conference 2016, Germany, 2016.

[39] T. Poinsot, D. Veynante, Theoretical and Numerical Combustion, R.T. Edwards,
Inc., 2005.

[40] D.R. Stull, H. Prophet, JANAF Thermochemical Tables, second ed., U.S. National
Bureau of Standards, 1971.

[41] Cantera, https://cantera.org/.

[42] R.B. Bird, W.E. Stewart, E.N. Lightfoot, Transport Phenomena, second ed., John
Wiley & Sons, Inc., 2006.

[43] C.R. Wilke, J. Chem. Phys. 18 (1950) 517-519.

[44] S. Mathur, PK. Tondon, S.C. Saxena, Mol. Phys. 12 (1967) 569-579.

[45] RJ. Kee, EM. Rupley, J.A. Miller, M.E. Coltrin, J.F. Grcar, E. Meeks, H.K. Moffat,
A.E. Lutz, G. Dixon-Lewis, M.D. Smooke, J. Warnatz, G.H. Evans, R.S. Larson, R.E.
Mitchell, L.R. Petzold, W.C. Reynolds, M. Caracotsios, W.E. Stewart, P. Glarborg,
C. Wang, 0. Adigun, TRANSPORT-a Software Package for the Evaluation of Gas-
Phase, Multicomponent Transport Properties, Reaction Design, Inc., 2000.

[46] M.Y. Hussaini, B.V. Leer, ].V. Rosendale, Upwind and High-Resolution Schemes,
first ed., Springer Berlin, Heidelberg, 1997.

[47] E. Hairer, S.P. Nersett, G. Wanner, Solving Ordinary Differential Equations II:
Stiff and Differential-Algebraic Problems, second ed., Springer-Verlag, Berlin,
1996.

[48] W. Xie, W. Li, H. Li, Z. Tian, S. Pan, J. Comput. Phys. 350 (2017) 607-637.

[49] X. Fu, S.K. Aggarwal, Fuel 144 (2015) 188-196.

[50] J. Li, Z. Zhao, A. Kazakov, M. Chaos, EL. Dryer, JJ. Scire, Int. ]. Chem. Kinet. 39
(2007) 109-136.


https://ac.sugon.com
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC4CA4238A0B923820DCC509A6F75849Bs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC4CA4238A0B923820DCC509A6F75849Bs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC81E728D9D4C2F636F067F89CC14862Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC81E728D9D4C2F636F067F89CC14862Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibECCBC87E4B5CE2FE28308FD9F2A7BAF3s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA87FF679A2F3E71D9181A67B7542122Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA87FF679A2F3E71D9181A67B7542122Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibE4DA3B7FBBCE2345D7772B0674A318D5s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib1679091C5A880FAF6FB5E6087EB1B2DCs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib8F14E45FCEEA167A5A36DEDD4BEA2543s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib8F14E45FCEEA167A5A36DEDD4BEA2543s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib8F14E45FCEEA167A5A36DEDD4BEA2543s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC9F0F895FB98AB9159F51FD0297E236Ds1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib45C48CCE2E2D7FBDEA1AFC51C7C6AD26s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD3D9446802A44259755D38E6D163E820s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD3D9446802A44259755D38E6D163E820s1
https://openfoam.org/
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC20AD4D76FE97759AA27A0C99BFF6710s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC20AD4D76FE97759AA27A0C99BFF6710s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC51CE410C124A10E0DB5E4B97FC2AF39s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC51CE410C124A10E0DB5E4B97FC2AF39s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibAAB3238922BCC25A6F606EB525FFDC56s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9BF31C7FF062936A96D3C8BD1F8F2FF3s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9BF31C7FF062936A96D3C8BD1F8F2FF3s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC74D97B01EAE257E44AA9D5BADE97BAFs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC74D97B01EAE257E44AA9D5BADE97BAFs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib70EFDF2EC9B086079795C442636B55FBs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6F4922F45568161A8CDF4AD2299F6D23s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib1F0E3DAD99908345F7439F8FFABDFFC4s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib98F13708210194C475687BE6106A3B84s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib3C59DC048E8850243BE8079A5C74D079s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibB6D767D2F8ED5D21A44B0E5886680CB9s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib37693CFC748049E45D87B8C7D8B9AACDs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib1FF1DE774005F8DA13F42943881C655Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib8E296A067A37563370DED05F5A3BF3ECs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib8E296A067A37563370DED05F5A3BF3ECs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib4E732CED3463D06DE0CA9A15B6153677s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib4E732CED3463D06DE0CA9A15B6153677s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib02E74F10E0327AD868D138F2B4FDD6F0s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib33E75FF09DD601BBE69F351039152189s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6EA9AB1BAA0EFB9E19094440C317E21Bs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib34173CB38F07F89DDBEBC2AC9128303Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC16A5320FA475530D9583C34FD356EF5s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC16A5320FA475530D9583C34FD356EF5s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC16A5320FA475530D9583C34FD356EF5s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6364D3F0F495B6AB9DCF8D3B5C6E0B01s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6364D3F0F495B6AB9DCF8D3B5C6E0B01s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib182BE0C5CDCD5072BB1864CDEE4D3D6Es1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib182BE0C5CDCD5072BB1864CDEE4D3D6Es1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibE369853DF766FA44E1ED0FF613F563BDs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibE369853DF766FA44E1ED0FF613F563BDs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib1C383CD30B7C298AB50293ADFECB7B18s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib1C383CD30B7C298AB50293ADFECB7B18s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib19CA14E7EA6328A42E0EB13D585E4C22s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5BFC9E07964F8DDDEB95FC584CD965Ds1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5BFC9E07964F8DDDEB95FC584CD965Ds1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5BFC9E07964F8DDDEB95FC584CD965Ds1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5771BCE93E200C36F7CD9DFD0E5DEAAs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5771BCE93E200C36F7CD9DFD0E5DEAAs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA5771BCE93E200C36F7CD9DFD0E5DEAAs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD67D8AB4F4C10BF22AA353E27879133Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD67D8AB4F4C10BF22AA353E27879133Cs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD645920E395FEDAD7BBBED0ECA3FE2E0s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD645920E395FEDAD7BBBED0ECA3FE2E0s1
https://cantera.org/
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA1D0C6E83F027327D8461063F4AC58A6s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA1D0C6E83F027327D8461063F4AC58A6s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib17E62166FC8586DFA4D1BC0E1742C08Bs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibF7177163C833DFF4B38FC8D2872F1EC6s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6C8349CC7260AE62E3B1396831A8398Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6C8349CC7260AE62E3B1396831A8398Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6C8349CC7260AE62E3B1396831A8398Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6C8349CC7260AE62E3B1396831A8398Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib6C8349CC7260AE62E3B1396831A8398Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD9D4F495E875A2E075A1A4A6E1B9770Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD9D4F495E875A2E075A1A4A6E1B9770Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib67C6A1E7CE56D3D6FA748AB6D9AF3FD7s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib67C6A1E7CE56D3D6FA748AB6D9AF3FD7s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib67C6A1E7CE56D3D6FA748AB6D9AF3FD7s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib642E92EFB79421734881B53E1E1B18B6s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibF457C545A9DED88F18ECEE47145A72C0s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC0C7C76D30BD3DCAEFC96F40275BDC0As1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibC0C7C76D30BD3DCAEFC96F40275BDC0As1

J. Sun, Y. Wang, B. Tian et al.

[51] S. Liu, J.C. Hewson, ].H. Chen, H. Pitsch, Combust. Flame 137 (2004) 320-339.

[52] Z. Chen, Studies on the initiation, propagation, and extinction of premixed
flames, Ph.D. thesis, Princeton University, 2009.

[53] E.E. Toro, Riemann Solvers and Numerical Methods for Fluid Dynamics, (Third
Edition), Springer, 2009.

[54] J.M. Marti, E. Miiller, ]. Fluid Mech. 258 (2006) 317-333.

[55] Y. Wang, W. Han, R. Deiterding, Z. Chen, Phys. Rev. Fluids 3 (2018) 123201.

[56] Y. Wang, C. Huang, R. Deiterding, H. Chen, Z. Chen, Proc. Combust. Inst. 38
(2021) 3555-3563.

[57] J. Sun, B. Tian, Z. Chen, Proc. Combust. Inst. 39 (2023) 2797-2806.

[58] P.C.P. Woodward, J. Comput. Phys. 54 (1984) 115-173.

11

Computer Physics Communications 292 (2023) 108859

[59] U.S. Vevek, B. Zang, T.H. New, ]. Sci. Comput. 78 (2018) 1291-1303.

[60] E.S. Oran, J.W.W. Jr., E.I. Stefaniw, M.H. Lefebvre, ]J.D.A. Jr., Combust. Flame 113
(1998) 147-163.

[61] CJ. Wang, S.L. Xu, C.M. Guo, . Fluid Mech. 599 (2008) 81-110.

[62] S. Browne, J. Ziegler, J.E. Shepherd, https://shepherd.caltech.edu/EDL/
PublicResources.

[63] H. Teng, C. Tian, Y. Zhang, L. Zhou, H.D. Ng, J. Fluid Mech. 913 (2021) Al.

[64] P. Yang, H.D. Ng, H. Teng, ]. Fluid Mech. 876 (2019) 264-287.

[65] P. Yang, H.D. Ng, H. Teng, Phys. Fluids 33 (2021) 016107.

[66] J. Sun, P. Yang, B. Tian, Z. Chen, Phys. Fluids 34 (2022) 096112.


http://refhub.elsevier.com/S0010-4655(23)00204-7/bib2838023A778DFAECDC212708F721B788s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9A1158154DFA42CADDBD0694A4E9BDC8s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9A1158154DFA42CADDBD0694A4E9BDC8s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD82C8D1619AD8176D665453CFB2E55F0s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibD82C8D1619AD8176D665453CFB2E55F0s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibA684ECEEE76FC522773286A895BC8436s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibB53B3A3D6AB90CE0268229151C9BDE11s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9F61408E3AFB633E50CDF1B20DE6F466s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib9F61408E3AFB633E50CDF1B20DE6F466s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib72B32A1F754BA1C09B3695E0CB6CDE7Fs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib66F041E16A60928B05A7E228A89C3799s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib093F65E080A295F8076B1C5722A46AA2s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib072B030BA126B2F4B2374F342BE9ED44s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib072B030BA126B2F4B2374F342BE9ED44s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib7F39F8317FBDB1988EF4C628EBA02591s1
https://shepherd.caltech.edu/EDL/PublicResources
https://shepherd.caltech.edu/EDL/PublicResources
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib03AFDBD66E7929B125F8597834FA83A4s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibEA5D2F1C4608232E07D3AA3D998E5135s1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bibFC490CA45C00B1249BBE3554A4FDF6FBs1
http://refhub.elsevier.com/S0010-4655(23)00204-7/bib3295C76ACBF4CAAED33C36B1B5FC2CB1s1

	detonationFoam: An open-source solver for simulation of gaseous detonation based on OpenFOAM
	1 Introduction
	2 Governing equations and numerical methods
	2.1 Governing equations
	2.2 Numerical methods
	2.2.1 Numerical schemes
	2.2.2 Adaptive mesh refinement
	2.2.3 Dynamic load balancing


	3 Validation tests
	3.1 Homogeneous ignition process (0D)
	3.2 Unsteady diffusion process (1D)
	3.3 The shock tube problem (1D)
	3.4 Laminar premixed planar flame (1D)
	3.5 Planar steady detonation propagation (1D)
	3.6 Pulsating detonation wave (1D)
	3.7 Double Mach reflection (2D)
	3.8 Cellular structure of planar detonation propagation (2D)
	3.9 The oblique detonation wave (2D)

	4 Conclusions
	Declaration of competing interest
	Data availability
	Acknowledgements
	References


